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Na osnovu zahtjeva Ministarstva prosvjete i nauke Crne Gore, Biro za inženjering i 
projektovanje zaštite od požara, zaštite na radu i zaštite životne sredine "LARS FIRE" 
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BIRO ZA INŽENJERING I  
 PROJEKTOVANJE ZAŠTITE OD 
   POŽARA, ZAŠTITE NA RADU I 
     ZAŠTITE ŽIVOTNE SREDINE 

 
 
 
SPR - 104 
 
Na osnovu Statuta Biroa za inženjering i projektovanje zaštite od požara, zaštite na radu i 
zaštite životne sredine  "LARS FIRE" d.o.o. - Podgorica, a shodno Zakonu o uređenju 
prostora i izgradnji objekata ("Sl. list. CG" br. 51/08, 40/10, 34/11, 40/11, 47/11, 35/13 i 
39/13), donosim sljedeće:  
 
 
 
 
 

R J E Š E NJ E  
o imenovanju projektanata za izradu 

GLAVNOG PROJEKTA AUTOMATSKE STABILNE INSTALACIJE  
ZA GAŠENJE POŽARA - SPRINKLER INSTALACIJE   

 
 
 
 
 

za odgovornog projektanta određujem: Prof. dr Radinka Kostića, dipl. ing., a za projektanta 
saradnika Jovana Sinđića, B. App. Računarstva. 
 
 
 

O b r a z l o ž e nj e: 
 

 
 
Budući da odgovorni projektant ispunjava uslove predviđene važećom zakonskom 
regulativom, to je odlučeno kao u dispozitivu ovoga Rješenja. 
 
 
 
     
               Podgorica                                   D i r e k t o r, 
  
          Aprli 2017. god.                                                  Prof. dr Radinko Kostić, dipl. ing. 



















 

 

                    

 
 
 
 
 
 

 
IZJAVA O MEĐUSOBNOJ USAGLAŠENOSTI SVIH DJELOVA 

TEHNIĈKE DOKUMENTACIJE 
 

OBJEKAT: 
Osnovna škola i škola za osnovno muzičko obrazovanje  "Dušan Korać" 

LOKACIJA: 

Urbanistička parcela br.615, koja se sastoji od katastarske parcele br. 364 i dijela 
katastarske parcele 365 K.O. Bijelo Polje 

VRSTA TEHNIĈKE DOKUMENTACIJE: 

Glavni projekat faze: arhitektonski projekat sa proračunom građevinske fizike i 
energetske efikasnosti 

VODEĆI PROJEKTANT: 

mr Elvira Muzurović, dipl.ing.arh 

IZJAVLJUJEM: 

Da su svi djelovi tehničke dokumentacije, koji čine tehničku dokumentaciju za izgradnju: 
Osnovne škole i škole za osnovno muzičko obrazovanje  "Dušan Korać", Urbanistička 
parcela br.615, koja se sastoji od katastarske parcele br. 364 i dijela katastarske 
parcele 365 K.O. Bijelo Polje, međusobno usklađeni i prikazuju objekat kao tehničko-
tehnološku i funkcionalnu cjelinu. 
Izjava služi radi dobijanja građevinske dozvole, te se u druge svrhe ne može upotrijebiti. 

 

                                                                              _____________________ 

                                                                             (potpis vodećeg projektanta)     

                  Bijelo Polje, 23. mart 2017.god.  
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IZJAVA ODGOVORNOG PROJEKTANTA DA JE TEHNIČKA 
DOKUMENTACIJA IZRAĐENA U SKLADU SA VAŽEĆIM ZAKONIMA I 

PROPISIMA 
 
 

OBJEKAT 
 

OSNOVNA I MUZIČKA ŠKOLA   
 
 

LOKACIJA 
 

BIJELO POLJE, na urbanističkoj parceli br. 615, koja se sastoji do katastarske 
parcele br. 364 i dijela katastarske parcele 365, KO Bijelo Polje 

 
VRSTA I DIO TEHNIČKE DOKUMENTACIJE 

 

PROJEKAT AUTOMATSKA STABILNA INSTALACIJA ZA GAŠENJE POŽARA 
- SPRINKLER INSTALACIJA  

 
 

ODGOVORNI PROJEKTANT 
 

Prof. dr Radinko Kostić, dipl. ing. 
 

 
 

IZJAVLJUJEM, 
 
 
 
da je ovaj projekat urađenu skladu sa: 

- Zakonom o uređenju prostora i izgradnji objekata; 
- posebnim zakonima koji uređuju ovu oblast; 
- propisima donesenim na osnovu Zakona o uređenju prostora i izgradnji objekata; 
- propisima čijaje obaveza donošenja propisana posebnim zakonima,a koji direktno 

ili na drugi način utiču na osnovne zahtjeve za objekte; 
- pravilima struke i 
- urbanističko-tehničkim uslovima. 

 
 

______________________________ 
(potpis odgovornog projektanta) 

 
 

Podgorica, 04. 04. 2017. god.                  MP               ______________________________ 
         (mjesto i datum)                     (potpis odgovornog lica) 

 
 



PROJEKAT AUTOMATSKE STABILNE INSTALACIJE ZA GAŠENJE POŽARA - SPRINKLER INSTALACIJE 

                                                        LARS FIRE d.o.o. – PODGORICA 
Biro za inženjering i projektovanje zaštite od požara, zaštite na radu i zaštite životne sredine, 

Podgorica, ul. 13. Jula 1/b.,  tel/fax. 020/238-986, mob. tel. 067/620-190, 067/618-311 
 

6

PROJEKTNI ZADATAK 
PROJEKTA  STABILNE INSTALACIJE ZA GAŠENJE POŽARA - 

SPRINKLER  INSTALACIJA    
 
 
 

             INVESTITOR:     MINISTARSTVO PROSVJETE I NAUKE CRNE GORE 
 
 

                   OBJEKAT:     OSNOVNA i MUZIČKA ŠKOLA 
                                   
 

     MJESTO:      BIJELO POLJE 
 
 

 VRSTA PROJEKTA:   AUTOMATSKA STABILNA INSTALACIJA ZA  GAŠENJE 
POŽARA - SPRINKLER INSTALACIJA    

 
 
 
Potrebno je da se Automatska stabilna instalaciju za gašenje požara raspršenom vodom- 
sprinkler instalaciju za Osnovnu i muzičku školu u Bijelom Polju. 
 
Prilikom izrade projekta treba se pridržavati sledećeg: 

- Sredstvo za gašenje požara je voda u raspršenom mlazu i mora da pokriva 
cjelokupnu površinu štićenog prostora objekta. 

- Sprinkler instalacija treba da bude mokra, jer u objektu koji se štiti ne postoji   
mogućnost zamrzavanja vode u cjevovodima. 

- Sprinkler instalacija se mora automatski aktivirati na pojavu povišene temperature 
od 68˚C i 93˚C. 

 
Kao izvor vode koristiti gradsku vodovodnu mrežu, a kao rezervni izvor predvidjeti 
priključak na vatrogasna vozila. 
 
Sprinkler stanica sa pratećom opremom, potrebnom za rad instalacije, smještena je u 
zasebnoj prostoriji u podrumu objekta i predstavlja zaseban požarni sektor. 
 
Sprinkler instalaciju uraditi prema MEST EN 12845:2016 propisima.  
 
 

Projektanti su obavezi da u fazi projektovanja sarađuju sa projektantima glavnih Projekata i 
otklone eventualne nedostatke po primedbi revidenta. 

 
 

                                                         I N V E S T I T O R 
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IZJAVA PROJEKTANTA 
 
Prilikom izrade: 
 
PROJEKTA AUTOMATSKE STABILNE INSTALACIJE ZA GAŠENJE POŽARA - 

SPRINKLER INSTALACIJA            
OSNOVNE I MUZIČKE ŠKOLE 

 

Kao osnovni propis korišćen je MEST EN 12845:2016 (Sprinkler systems planning and 
installation) propis za sprinkler instalacije, a pored navedenog propisa korišćena je 
sljedeća:  
 

     1.1 ZAKONSKA REGULATIVA 

 Zakon o zaštiti i spašavanju ("Sl. list CG" br. 13/07, 05/08, 86/09 i 32/11). 
 Zakon o uređenju prostora i izgradnji objekata ("Sl.list. CG" br. 51/08, 40/10, 34/11, 

40/11, 47/11, 35/13, 39/13 i 33/14). 
 Zakon o zaštiti i zdravlju na radu (''Sl. list CG" br. 34/14). 
 Evropske norme za sprinkler postrojenja: MEST EN 12845:2016 (Sprinkler systems 

planning and installation). 
 Glavni projekti svih faza. 

     1.2 RASPOLOŽIVA DOKUMENTACIJA  

 Glavni projekati: 
 arhitekture, elektro jaka i slaba struja, mašinski i vodovod i kanalizacija. 

 
 

 

                                                                              Odgovorni projektant, 
 
                                                                            

               Prof. dr Radinko Kostić, dipl. ing. 
 
 

Projektant saradnik, 
 
 

            Jovan Sinđić, B. App. Računarstva   
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1.  TEHNIČKI OPIS 

Od strane Ministarstva uređenja prostora i zaštite životne sredine, Opština Podgorica, 
Investitoru su izdati je UTU-vi br. 04-1385/1 od 09. 04. 2010.g. za izgradnju Osnovne 
škole u Bijelom Polju.   
 
Shodno Zakon o zaštiti i spašavanju ("Sl. list CG" br. 13/07, 05/08, 86/09) i Zakon o 
izmjenama zakona o zaštiti i spašavanju  ("Sl. list CG" br. 32/11), za poslovne prostore i 
javne objekte čija površina poda prelazi 1.000,00 m2, potrebno je uraditi automatski sistem 
za gašenje požara raspršenom vodom - sprinkler instalacija.  
 
Za zaštitu objekta predviđeni su suvi i mokri alarmni sprinkler ventil. Oba sprinkler ventila 
smještena su u zajedničku sprinkler stanicu koja se nalazi u sklopu osnovne škole na nivou 
suterena-1 (tehnička prostorija 2a). Prostoriju u kojoj je smjestena sprinkler stanica treba 
stalno zagrijavati na minimum +5 ºC. 
 
Tehnički opis se sastoji iz sljedećih cjelina: 
 

1. Lokacija instalacije, 
2. Opis instalacije, 
3. Tip instalacije, 
4. Osnovni elementi instalacije, 
5. Sprinkler ventilska stanica, 
6. Mreža cjevovoda, 
7. Sprinkler mlaznice i 
8. Način rada instalacije.  

 
1.1.  LOKACIJA INSTALACIJE 
 
Stabilna automatska instalacija za gašenje požara vodom – sprinkler instalacija predviđena 
je za gašenje požara u objektu Osnovne i muzičke škole koji se nalazi na urbanističkoj 
parceli br. 615, koja se sastoji do katastarske parcele br. 364 i dijela katastarske parcele 
365, KO Bijelo Polje, Opština Bijelo Polje. Predmetni objekat je spratnosti Su-2+Su-
1+Pr+1 (suteren -2, suteren -1, prizemlje i sprat). 
 
1.2.  OPIS INSTALACIJE 
 
Sprinkler instalacija spada među najefikasnije instalacije za gašenje požara. To je 
automatska stabilna instalacija za gašenje požara rasprskavajućim mlazom vode, koja u 
pripremnom položaju prije aktiviranja ima zatvorene mlaznice koje se otvaraju na 
određenoj povišenoj temperaturi. Na ovaj način započinje automatsko aktiviranje 
instalacije. 
 
Za podzemnu garažu i prostor potkrovlja usvojena je suva sprinkler instalacija, pošto se ti  
prostori koji se štite, ne zagrijavaju zimi pa postoji mogućnost zamrzavanja vode u 
cjevovodima. 
 
Za preostali prostor objekta škole usvojena je mokra sprinkler instalacija jer se prostori koji 
se štite zagrijavaju pa u istim ne postoji mogućnost zamrzavanja vode u cjevovodima. 
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1.3.  TIP INSTALACIJE 
 
Pošto se u objektu mogu javiti niske temperature predviđena je kombinovana sprinkler 
instalacija. Instalacija sprinkler sistema će se snadbijevati vodom iz gradske vodovodne 
mreže. Sprinkler instalacija je povezana na suvi i mokri sprinkler ventil. Na jedan suvi 
sprinkler ventil povezana je instalacija iz garaže predviđene za parkiranje vozila i 
potkrovlje. Na mokri sprinkler ventil povezana je instalacija preostalog dijela objekta škole. 
 
Požarne opasnosti po cjelinama su sljedeće: 
 

 Podzemna garaža       požarna opasnost OH2 
 Objekat škole     požarna opasnost OH1 
 Potkrovlje    Požarna opasnost OH1 
 Toaleti i stepenište   ne štite se sprinklerom 

 
Cjevovod mokre sprinkler instalacije će u stanju ″mirovanja″ u cijevima imati vodu pod 
pritiskom. Pritisak vode u cjevovodu, odnosno pritisak vode iznad klapne mokrog sprinkler 
ventila mora biti isti ili veći od pritiska vode ispred klapne u alarmnom ventilu. 
Aktiviranjem samo jedne mlaznice dolazi do naglog pada pritiska u cjevovodu, a time se i 
narušava ravnoteža u alarmnom ventilu. Posle pada pritiska u alarmnom ventilu, 
automatski se otvara klapna i omugaćava se nesmetani tok vode do mlaznice koja se 
aktivirala, i preko nje se gasi požar. 
 
Cjevovod suve sprinkler instalacije će u stanju ″mirovanja″ u cijevima imati vazduh pod 
pritiskom. Pritisak vode u cjevovodu, odnosno pritisak vode iznad klapne mokrog sprinkler 
ventila mora biti isti ili veći od pritiska vode ispred klapne u alarmnom ventilu. 
Aktiviranjem samo jedne mlaznice dolazi do naglog pada pritiska u cjevovodu, a time se i 
narušava ravnoteža u alarmnom ventilu. Posle pada pritiska u alarmnom ventilu, 
automatski se otvara klapna i omugaćava se nesmetani tok vode do mlaznice koja se 
aktivirala, i preko nje se gasi požar. 
 
1.4.  OSNOVNI ELEMENTI INSTALACIJE 
 
Sprinkler instalacija se sastoji od sljedećih elemanata i to: 

 kompresor za vazduh, 
 suvi sprinkler alarmni ventil sa brzim otvaračem, 
 indikatori protoka sa automatikom javljanja o proradi sprinkler instalacije, 
 cijevna mreža na kojoj su postavljene sprinkler mlaznice, 
 sprinkler mlaznica - stojeća, 
 sprinkler mlaznica - viseća, 
 dovodni cjevovod, 
 hidraulična alarmna zvona, 
 ostala prateća armatura. 

 
1.5.  SPRINKLER VENTILSKA STANICA 
 
Oba sprinkler ventila smještena su u zajedničku sprinkler stanicu koja se nalazi u sklopu 
osnovne škole na nivou suterena-1 (tehnička prostorija 2a). Ova prostorija je obezbijeđena 
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od niskih temperatura i predstavlja zaseban požarni sektor otporan na požar min. 120 
minuta. Pristupanje prostoriji sprinkler ventilske stanice obavlja sa iz prostorija 
komunikacija preko protivpožarnih vrata sa mehanizmom za samozatvanje otpornih na 
požar 60 minuta. 

 
Signali ovalnih zasuna 

 
Svi signali dobijeni od strane mikroprekidača na ovalnim zasunima moraju biti predviđeni 
sistemom za nadzor i upravljanje. Svi ovalni zasuni moraju biti potpuno otvoreni. 
Mikroprekidači na ovim ovalnim zasunima treba da daju, u okviru sistema za nadzor i 
upravljanje, signal ako ventil nije u odgovarajućem položaju.  
 

Signal presostata mokrog i suvog sprinkler ventila 
 
Presostat suvog odnosno mokrog sprinkler alarmnog ventila daje signal protivpožarnoj 
centrali da je podignuta klapna mokrog sprinkler ventila. Ovakav signal znači moguć požar 
jer klapna sprinkler ventila može biti malo otvorena-kao posledica njenog zaglavljivanja.  
 
Zbog mogućnosti da se desi takva situacija, ovaj signal se šalje sistemu za nadzor i 
upravljanje koji treba da indukuje interni alarm u prostoriji sistema za nadzor i upravljanje. 
Akcije koje moraju uslediti moraju biti adekvatne za stanje požara, ali bez izvršnih funkcija 
protivpožarne centrale (primjer: obaranje protivpožarnih klapni i slično). 
 

Signali indikatora protoka 
 
Indikator protoka je uređaj koji usled kretanja vode kroz cijev (u jednom smeru) daje 
kontakt koji se prenosi ka protivpožarnoj centrali. Ovakav signal se tretira kao siguran 
požar. Izvršne funkcije protivpožarne centrale moraju biti adekvatne stanju požara. 
 

Priključak za vatrogasno vozilo 
 
Priključak za vatrogasno vozilo je priključak koji se nalazi na fasadi objekta i on je još 
jedna mjera sigurnosti, koja omogućava da se vatrogasno vozilo priključi na sprinkler 
sistem i da na taj način gasi požar. Priključci za vatrogasna crijeva povezani su sa 
cjevovodom DN100 direktno sa sprinkler stanicom. 
 

Alarmni mokri sprinkler ventil 
 
Alarmni mokri sprinkler ventil sadrži nepovratnu klapnu koja je u zatvorenom položaju 
usled jednakih pritisaka uzvodno i nizvodno od klapne. U slučaju požara, ampula sprinkler 
mlaznice puca. Pritisak iznad klapne (nizvodno) pada, omogućujući klapni da se otvori i 
propusti potrebnu količinu vode do sprinkler mlaznica. 
 

Hidrauličko alarmno zvono 
 
Prilikom podizanja klapne sprinkler ventila, oslobađa se otvor ka hidrauličkom alarmnom 
zvonu koje usled proticanja vode daje zvučni alarm. 
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1.6.  MREŽA CJEVOVODA 
 
Mreža cjevovoda ima osnovnu funkciju da spaja sprinkler mlaznice sa izvorom vode, 
osiguravajući osnovne potrebne parametre - količinu vode i pritisak. Vodi se tako da se 
pokrije cijela površina koja se štiti. Izrađuje se od crnih bešavnih cijevi. Cijevi se 
međusobno spajaju spojnicama iznad prečnika DN50, a za DN50 i manje prečnike, 
spajanje je predviđeno navojnim fitingom prema preporukama VdS. Cjevovodi se vode sa 
nagibom prema mjestima ispusta, kako bi se mogli isprazniti. Na krajevima magistralnih 
cjevovoda predviđene su slavine za ispiranje. Pad mreže cjevovoda izvesti tako da je 
obezbijeđeno kvalitetno pražnjenje instalacije. Način formiranja cijevne mreže ima direktan 
uticaj na uniformnost pokrivanja štićenog prostora. Praktični uslovi i mogućnosti odredili 
su raspored cevne mreže i to u zavisnosti od konstrukcije i namjene objekta. 
Maksimalni dozvoljeni pritisak u cjevovodu ne smije da pređe vrijednost od  pmax. = 12 
bar. 
 
1.7.  SPRINKLER MLAZNICE 
 
Sprinkler mlaznice su važan elemenat sprinkler instalacije, jer vrše njeno aktiviranje. One 
se pri određenoj temperaturi otvaraju, a svojom konstrukcijom omogućavaju rasipanje vode 
tako da ona ravnomerno kvasi površinu na kojoj se desio požar. 
 
Sprinkler mlaznica se sastoji od sledećih dijelova: 

- tijela mlaznice, 
- zatvarača kojeg na sjedištu drži ampula ispunjena ekspanzivnom tečnošću  (ampula 

puca kada temperatura oko mlaznice dostigne vrednost od 68 ºC, odnosno 93 ºC, 
- raspršivača učvršćenog na vrhu tijela mlaznice. 

 
Za kompletan objekat osnovne i muzičke škole usvojene su mlaznice sa nominalnom 
temperaturom aktivacije od 68°C osim u dijelu kotlarnice 93 ºC. 
 
Minimalno dozvoljeni pritisak na sprinkler mlaznici iznosi pmin = 0.35 bar 
 
1.8.  NAČIN RADA MOKRE SPRINKLER INSTALACIJE 
 
Cijela instalacija sistema za gašenje je napunjena vodom pod pritiskom. Svaka mlaznica na 
svom izlaznom dijelu ima ampulu koja zatvara otvor. Prilikom pojave temerature od 68 ºC 
odnosno 93 ºC, dolazi do pucanja ampule na mlaznici usled širenja ekspanzione tečnosti 
koja se nalazi u ampuli. Na taj način se otvara izlaz vodi. Voda udara u deflektor i 
raspršava se tako da u kružnoj lepezi pokriva površinu koja se štiti. U slučaju da prvo 
aktivirana sprinkler mlaznica ne uspije da ugasi požar, pa se on proširi, otvaraju se sledeće 
sprinkler mlaznice u neposrednoj blizini mjesta požara.   
Usled otvaranja mlaznice pada pritisak u gornjoj komori sprinkler ventila,  podiže se 
klapna u sprinkler ventilu. Voda iz gradske vodovodne mreže protiče ka sprinklerskim 
mlaznicama.  Preko žlijeba u sjedištu sprinkler ventila voda ulazi u cjevovod prema 
hidrauličkom alarmnom zvonu. Alarmno zvono se nalazi na zidu sprinkler stanice, na visini 
od oko 2 metra od kote poda. Prilikom kretanja vode u cjevovodima, indikator protoka, 
daje impuls koji se prenosi na centralu za dojavu požara, a ona zatim daje alarmni signal da 
je instalacija proradila. 
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ŠEMATSKI PRIKAZ RADA MOKROG SPRINKLER VENTILA 
SISTEM U NORMALNOM STANJU 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 - Glavni zaporni ventil 
2 - Klapna sprinkler ventila 
 3 - Ventil za testiranje alarmnog zvona (normalno zatvoren) 
 4 - Glavni drenažni ventil 
 5 - Ventil hidrauličkog alarmnog zvona (normalno otvoren) 
 6 - Odvajač nečistoća 
 7 - Set ograničenog protoka  
 8 - Posuda za eliminisanje lažnog alarma 
 9 - Presostat 
10 - Hidrauličko alarmno zvono 
11 - Sprinkler mlaznice 
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POČETAK RADA INSTALACIJE 
(PUCANJE AMPULE SPRINKLER MLAZNICE) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 1 - Glavni zaporni ventil 
 2 - Klapna sprinkler ventila 
 3 - Ventil za testiranje alarmnog zvona (normalno zatvoren) 
 4 - Glavni drenažni ventil 
 5 - Ventil hidrauličkog alarmnog zvona (normalno otvoren) 
 6 - Odvajač nečistoća 
 7 - Set ograničenog protoka  
 8 - Posuda za eliminisanje lažnog alarma 
 9 - Presostat 
10 - Hidrauličko alarmno zvono 
11 - Sprinkler mlaznice (PUCANJE AMPULE SPRINKLER MLAZNICE) 
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PODIZANJE KLAPNE SPRINKLER VENTILA 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 1 - Glavni zaporni ventil 
2 - Klapna sprinkler ventila 
 3 - Ventil za testiranje alarmnog zvona (normalno zatvoren) 
 4 - Glavni drenažni ventil 
 5 - Ventil hidrauličkog alarmnog zvona (normalno otvoren) 
 6 - Odvajač nečistoća 
 7 - Set ograničenog protoka  
 8 - Posuda za eliminisanje lažnog alarma 
 9 - Presostat 
10 - Hidrauličko alarmno zvono 
11 - Sprinkler mlaznice  
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PUNJENJE POSUDE ZA ELIMINISANJE LAŽNOG ALARMA 
(KADA PROTOK KROZ SET OGRANIČENOG PROTOKA POSTANE VEĆI, 

POČINJE PUNJENJE POSUDE ZA ELIMINISANJE LAŽNOG ALARMA) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 - Glavni zaporni ventil 
2 - Klapna sprinkler ventila 
 3 - Ventil za testiranje alarmnog zvona (normalno zatvoren) 
 4 - Glavni drenažni ventil 
 5 - Ventil hidrauličkog alarmnog zvona 
 6 - Odvajač nečistoća 
 7 - Set ograničenog protoka  
8 - Posuda za eliminisanje lažnog alarma 
 9 - Presostat 
10 - Hidrauličko alarmno zvono 
11 - Sprinkler mlaznice  
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POČETAK RADA PRESOSTATA I HIDRAULIČKOG ALARMNOG ZVONA 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 1 - Glavni zaporni ventil 
2 - Klapna sprinkler ventila 
 3 - Ventil za testiranje alarmnog zvona (normalno zatvoren) 
 4 - Glavni drenažni ventil 
 5 - Ventil hidrauličkog alarmnog zvona 
 6 - Odvajač nečistoća 
 7 - Set ograničenog protoka  
8 - Posuda za eliminisanje lažnog alarma 
9 - Presostat 
10 - Hidrauličko alarmno zvono 
11 - Sprinkler mlaznice  
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1.9. NAČIN RADA SUVE SPRINKLER INSTALACIJE 
 
Cijevna mreža je postavljena tako tako da su mlaznice okrenute prema gore u garaži dok su 
u ostalom dijelu objekta visećeg tipa. Cijela instalacija je napunjena vazduhom pod 
pritiskom (nizvodno od klapne sprinkler ventila), a vodom uzvodno od klapne sprinkler 
ventila. Svaka mlaznica na svom izlaznom dijelu ima ampulu koja zatvara otvor. Prilikom 
pojave temerature od 68o C, dolazi do pucanja ampule na mlaznici usled širenja 
ekspanzione tečnosti koja se nalazi u ampuli. Na taj način se otvara izlaz vodi. Voda udara 
u deflektor i raspršava se tako da u kružnoj lepezi pokriva površinu koja se štiti. U slučaju 
da prvo aktivirana sprinkler mlaznica ne uspije da ugasi požar, pa se on proširi, otvaraju se 
sledeće sprinkler mlaznice u neposrednoj blizini mjesta požara. Usled otvaranja mlaznice 
pada pritisak u gornjoj komori sprinkler ventila, podiže se klapna u sprinkler ventilu. Voda 
iz gradske vodovodne mreže protiče ka sprinklerskim mlaznicama. U kombinovanim 
instalacijama nije potrebno ugraditi posebno alarmno zvono za suvi venil ako se alarmni 
ventili nalaze u istoj prostoriji i ako se montira indikator protoka prije suvog ventila. U 
ovom slučaju oba ventila su na istm mjestu, i predviđen je indikator protoka prije suvog 
ventila. Prilikom kretanja vode u cjevovodima, indikator protoka, daje impuls koji se 
prenosi na centralu za dojavu požara, a ona zatim daje alarmni signal da je instalacija 
proradila.  
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ŠEMATSKI PRIKAZ RADA SUVOG SPRINKLER VENTILA 
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2. PRORAČUN PADA PRITISKA 

Za osnovni proračun potrebne količine vode, kao i za konstruktivno funkcionalne zahtjeve 
korišćena je Zbirka propisa iz oblasti zaštite od požara i eksplozija sa objašnjenjima za 
praktičnu primjenu II / Grupa V – Mjere  zaštite u objektima i na instalacijama  kod kojih 
zaštita od požara i eksplozija nije regulisana našim propisima, i evropska  normama za 
montažu i pogon stabilnih postrojenja za gašenje požara raspršenom vodom - CEA 4001 : 
avgust 2006. (Sprinkler systems planning installation). Na osnovu namjene predmetnog 
objekta i njegovog požarnog opterećanja usvojaju se sljedeći parametri. 
 

 Požarna opasnost OH1, OH2 

 Vrijeme rada uređaja   60 min. 

 Površina djelovanja 
mokra sp.in. OH1: 72 m2 
suva sp.in. 
OH1: 90 m2   OH2:180 m2 

 Intezitet kvašenja vodom 5,0 l/min/m2 

 Maksimalna površina zaštite jedne sprinkler mlaznice 12 m2 

 Minimalno rastojanje između sprinkler mlaznica 1,5 m 

 Maksimalno rastojanje između sprinkler mlaznica 4,0 m 

 Maksimalno rastojanje od zida do sprinkler mlaznice 1,9 m 

 Minimalno rastojanje od zida do sprinkler mlaznice 0,3 m 

 
Potreban količina vode za gašenje, izvodi se po obrascu (1) i ona iznosi:  

 

s

ll
xQ 6

min
360572  (1) 

 

Usljed mogućnosti neravnomjernog rada pojedinih mlaznica (razlike u pritisku vode) i 
potrošnja vode može da bude veća. Shodno primijenjenim propisima, usvojeno je 
povećanje kapaciteta za 40 % i tako je dimenzionisan kapacitet dovodnog cjevovoda.  

 

s

l

s

l
xQ 4,864,1  (2) 

 

Potrebna količina vode dobijena računskim putem za gašenje požara u školi je 380,3  l/min 
(mokra sprinkler instalacija), odnosno za potrebe gašenja požara u podzemnoj garaži 
1018,6 l/min (suva sprinkler instalacija). 
Usvojeno je snabdijevanje vodom iz gradske vodovodne mreže kao neiscrpnog izvora 
vode, za rad sprinkler instalacije u trajanju od 60 minuta, priključkom NO 100 i pritiskom 
vode na ulazu u sprinkler stanicu  od  3,0  bara.  
Na cijevi koje povezuju svodovodnu instalaciju sa sprinkler sistemom, ne smiju se 
priključivati drugi potrošači.  

PRORAČUN  PADA PRITISKA U CIJEVIMA - HIDRAULIČNI PRORAČUN 

Hidraulični proračun pada pritiska računa se za najnepovoljniju dionicu (u konkretnom 
slučaju osnova sprata), kao najudaljenije i visinski najnepovoljnije dionice.   
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Proračun se radi na osnovu Hazen – Williamsovoj formule: 
 

uP lxdxCxQxx 85,485,185,151005,6  (3) 

gdje je: 
Δp– pad pritiska u cjevovodu (bar), 
     Q -  protok vode (l/min), 
     C – 120 (konstanta za čelične cijevi, 
     d – unutrašnji prečnik cijevi, 
      lu – ukupna dužina cijevi (m) / lu = l cijevi + l ekvivalentno  

 
Kada se u formuli (3) zamijeni konstantna za čelične cijevi (C = 120 ) i vrijednost d-4,85 
dobija se izraz:  
 

lxQxKP
85,1 (4) 

 

Pad pritiska se računa za najnepovoljniji slučaj tj. za najudaljenije mlaznice uzimajući u 
obzir štićenu površinu od 90 m2 za nivo potkrovlja, 180 m2 za prostor garaže i  72 m2 za 
prostor sprata, prema priloženoj aksonometriji.  

POTKROVLJE - NIVO + 8,00 (suvi sprinkler ventil) 

 Dionica 1 - 2  
Δpl = 88,9006  x 10-7 x 50,0241,85 x 3,5  =  0,043297 bar 

 
 Dionica 2 - 3  
Δp2 = 23,0115x 10-7 x 102,539 1,85x 2,6 = 0,03141 bar   
 
 Dionica 3 - 4 
Δp3 = 3,4571x 10-7 x 102,539 1,85x 9,4 = 0,017033 bar   
grana b2: Q= 104,347 l/min 

 
 Dionica 4 - 5  

      Δp4 = 3,4571x 10-7 x 206,886 1,85x 2,8 = 0,018591 bar   
      grana c1: Q=  54,932 l/min 
 

 Dionica 5 - 6  
      Δp5 = 3,4571 x 10-7 x 261,818 1,85 x 6,3 = 0,064665 bar   
 

 Dionica 6 - 7  
      Δp6 = 0,961 x 10-7 x 261,818 1,85x 13,3 = 0,038313 bar   

grana A’: Q= 210,233 l/min 
 
 Dionica 7 - 8  
Δp7 = 0,44 x 10-7 x 472,051 1,85 x 12,40 = 0,048581 bar 

 
 Dionica 8 - SS  

      Δp8 = 0,12 x 10-7 x 472,051 1,85 x141,85 = 0,153016 bar 
 

 Ukupno 1 - SS 
Δp1-sc = 0,805905 bar = 7,91 mVS 
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Minimalni pritisak na mlaznici usvojen 0,391 bar, odnosno 3,832mVS, uračunat. 
Geodetskarazlika, iznosi 16,00  mVS , odnosno 1,631 bar.  
Rezervni pritisak 0,5 bar, odnosno 4,9 mVS. 
 

Ukupan pad pritiska iznosi:  
7,91 + 16,00  + 4,90= 28,81 mVS = 2,94 bar   

GARAŽA - NIVO - 3,4 (suvi sprinkler ventil) 

 Dionica 1 - 2  
Δpl = 88,9006  x 10-7 x 60 1,85 x 3,3  =  0,057148 bar 

 
 Dionica 2 - 3  
Δp2 = 23,0115 x 10-7 x 122,726 1,85 x 4,8 = 0,080857 bar   

 
 Dionica 3 - 4 
Δp3 = 10,9678 x 10-7 x 189,15 1,85 x 3,5 = 0,062559 bar   

 
 Dionica 4 - 5  

      Δp4 = 3,4571x 10-7 x 258,564 1,85x 8,7 = 0,087257 bar   
 
 Dionica 5 - 6  

      Δp5 = 0,961 x 10-7 x 332,043 1,85x 12,35 = 0,055217 bar  
grana a’3: Q= 206,059 l/min  

 
 

 Dionica 6 - 7  
      Δp6 = 0,961 x 10-7 x 538,102 1,85x 4,0 = 0,043688 bar 
      grana b4: Q= 269,552 l/min; grana b’3: Q= 210,971 l/min 

 
 Dionica 7 - 8  
Δp7 = 0,44 x 10-7 x 1018,65 1,85 x 9,0 = 0,146295 bar 

 
 Dionica 8 - SS  

      Δp8 = 0,12 x 10-7 x 1018,65 1,85 x72,5 = 0,324484 bar 
 

 Ukupno 1 - SS 
Δp1-ss = 1,420005 bar = 13,93 mVS 

 

Minimalni pritisak na mlaznici usvojen 0,56 bar, odnosno 5,518mVS, uračunat. 
Geodetskarazlika, iznosi 1,95  mVS , odnosno 0,1988 bar.  
Rezervni pritisak 0,5 bar, odnosno 4,91 mVS. 
 

Ukupan pad pritiska iznosi:  
13,93 + 1,95  + 4,91= 20,79 mVS = 2,12 bar  

SPRAT - NIVO + 4,00 (mokri sprinkler ventil) 

 Dionica 1 - 2  
Δpl = 88,9006  x 10-7 x 51,4121,85 x 4,2  =  0,054654 bar 
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 Dionica 2 - 3  
Δp2 = 23,0115x 10-7 x 105,910 1,85x 3,4 = 0,043607 bar   

 
 Dionica 3 - 4 
Δp3 = 3,4571x 10-7 x 105,910 1,85x 9,4 = 0,018084 bar   
grana b2: Q= 107,767 l/min 

 
 Dionica 4 - 5  

      Δp4 = 3,4571x 10-7 x 213,677 1,85x 6,35 = 0,044757 bar   
      grana c3: Q=  166,644l/min 
 

 Dionica 5 - 6  
      Δp5 = 3,4571 x 10-7 x 380,321 1,85 x 2,9 = 0,059389 bar   
 

 Dionica 6 - 7  
      Δp6 = 0,961 x 10-7 x 380,321 1,85x 16,35 = 0,093972 bar   

 
 Dionica 7 - 8  
Δp7 = 0,44 x 10-7 x 380,321 1,85 x 45,80 = 0,120311 bar 

 
 Dionica 8 - SS  

      Δp8 = 0,12 x 10-7 x 380,321 1,85 x96,95 = 0,070122 bar 
 

 Ukupno 1 - SS 
Δp1-sc = 0,917897 bar =9,01 mVS 

 

Minimalni pritisak na mlaznici usvojen 0,413 bar, odnosno 4,0545mVS, uračunat. 
Geodetskarazlika, iznosi 10,50  mVS , odnosno 1,0703 bar.  
Rezervni pritisak 0,5 bar, odnosno 4,9 mVS. 
 
Ukupan pad pritiska iznosi:  
9,01 + 10,50  + 4,90= 24,41 mVS = 2,49 bar 
 
ZAKLJUČAK: Cjevovod veličine NO 100 na izlazu iz sprinkler stanice, pritisak od 3,0 
bara i količina vode Q= 1018,65 l/min na ulazu u kolektor u sprinkler stanicu, 
zadovoljavaju potrebe sprinkler sistema i dobijeni su hidrauličnim proračunom za 
najnepovoljniji slučaj. 
 
 
NAPOMENA: 
U toku izrade Projekta sprinkler instalacija, uslovi priključenja na gradsku vodovodnu 
mrežu nijesu dostavljeni. 
 
Prije početka izrade instalacije moraju se pribaviti tehnički uslovi iz JP Vodovod i 
kanalizacija, Opštine Bijelo Polje, kojim se potvrđuje da je obezbijeđen pritisak u 
vodovodnoj mreži veći od minimalnog potrebnog pritiska za sprinkler instalaciju po 
mogućnosti min. 3,0 bara, i da je mreža prečnika DN100. Isti se moraju priložiti uz 
projekat. Dok se ovaj uslov ne ispuni, NE SMIJE SE početi sa izradom sprinkler 
instalacija. 
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3.  OPŠTI I POGODBENI USLOVI   

1. Svi međusobni odnosi i obaveze između investitora i izvođača imaju se regulisati 
ugovorom. 

 

2. Zaključivanjem ugovora o izvođenju izvođač usvaja sve tačke svih pogodbenih kao 
i tehničkih uslova koji su dio ovog Projekta i isti se tretiraju kao dio ugovora o 
izvođenju. 

 

3. Ustupanje izvođačkih radova prema ovom Projektu ima se izvesti na osnovu 
postojećih propisa o izgradnji investicionih objekata. 

 

4. Kao baza za podnošenje ponude, odnosno za sklapanje ugovora služi ovaj Projekat. 
Svi ponuđači moraju dobiti Projekat na uvid kao i otkucan tekst predračuna bez 
cijena u koji će ponuđači unositi svoje cijene. Svi primerci predračuna koji se daju 
ponuđačima moraju biti indentični kako bi svi ponuđači iste radove ponudili u istim 
količinama i istog kvaliteta. 

 

5. U ponudi moraju biti obuhvaćene cijene za sav potreban materijal odgovarajućeg 
kvaliteta, sve eventualne uvozne carinske i druge troškove te uvoznu opremu, sav 
transport materijala, kako spoljni, tako i unutrašnji, na samom gradilištu, svi putni i 
transportni troškovi za radnu snagu, cjelokupan rad za izvođenje uključujući 
prethodne i završne radove, odnosno ponuda treba obuhvatati sve troškove oko 
realizacije, tehničkog pregleda i prijema od strane komisije  za tehnički pregled. 

 

6. Izvođač ovog Projekta dužan je da prije početka radova izađe na gradilište i provjeri 
projekat, pa ukoliko konstatuje izvjesno neslaganje sa stvarnim stanjem na objektu 
da preko investitora za dopune i obavještenja. 

 

7. Ukoliko izvođač smatra da bi sa izvesnim dopunama ili izmjenama Projekta 
instalacija - uređaj bolje funkcionisao, može takve izmjene ili dopune s posebnim 
obrazloženjem, analizom i ostalom dokumentacijom predložiti investitortu, izvođač 
nije ovlašten da vrši bilo kakve izmjene ili dopune projekta bez saglasnosti 
investitora ili projektanta. 

 

8. Rok garancije za solidnost izvedene instalacije - uređaja, kvalitet ugrađenog 
materijala i ispravan rad je 2 godine, računajući od dana tehničkog prijema uređaja. 
Svaki kvar koji se dogodi na instalaciji u garantnom roku, a prouzrokovan 
isporukom lošeg  materijala ili nesolidnom izradom, izvođač je dužan otkloniti na 
prvi poziv investitora o svom trošku. Ukoliko se izvođač ne odazove pozivu 
investitora, ovaj ima pravo da pozove drugog izvođača koji će izvršiti zamjenu 
neispravnog materijala i otkloniti kvar, da mu izvrši isplatu a naplatu ovih troškova 
izvrši iz cjelokupne imovine prvog izvođača. 

 

9. Ukoliko investitor raspolaže sa nekim materijalom prema specifikaciji i isti ponudi 
izvođaču radi ugradnje, izvođač je dužan sav materijal pregledati i neispravan 
odbaciti. 

 
10. Ugraditi se može samo kvalitetan materijal i oprema koji odgovaraju specifikaciji 

pa bilo da ga daje investitor ili izvođač. Za ugradnju neispravnog odnosno ne odgo-
varajućeg materijala i opreme izvođač snosi punu odgovornost, a snosiće sam 
troškove oko demontaže neispravnog materijala i ponovne montaže ispravnog. 



PROJEKAT AUTOMATSKE STABILNE INSTALACIJE ZA GAŠENJE POŽARA - SPRINKLER INSTALACIJE 

                                                        LARS FIRE d.o.o. – PODGORICA 
Biro za inženjering i projektovanje zaštite od požara, zaštite na radu i zaštite životne sredine, 

Podgorica, ul. 13. Jula 1/b.,  tel/fax. 020/238-986, mob. tel. 067/620-190, 067/618-311 
 

29

11. Ukoliko izvođač izvede instalaciju - uređaj u svemu prema odobrenom projektu i sa 
materijalom predviđenim ovim projektom snosi odgovornost za ispravno funkcio-
nisanje samo u pogledu izvršenih radova, kvaliteta ugrađenih materijala i kapaciteta 
pojedinih djelova opreme.  

 

12. U cijenu montaže instalacije uračunato je (ukoliko ugovorom na drugi način nije 
regulisano): 

              - potpuna montaža instalacije - uređaja, njeno ispitivanje, regulacija i puštanje u 
probni rad, 

              - obuka posluge odmah po završetku montaže, 
              - naknada za montere i njihove pomoćnike i druga lica potrebna za ispitivanje, 

regulaciju i probni rad. 
 

13. Izvođač radova po ovom Projektu može izvoditi samo sa radnicima koji imaju 
odgovarajuće kvalifikacije. Radnici zaposleni na ovom poslu moraju biti vični 
izvođenju ove vrste uređaja. 

 

14. Sva oruđa za rad i uređaji za mehanizovani rad koji se koriste u toku montaže 
moraju imati  ateste od odgovarajuće stručne ustanove, u smislu  odredaba Zakona 
o zaštiti na radu. 

 

15. Pri izvođenju radova na montaži izvođač mora voditi računa da se ne oštete okolni 
objekti niti unutrašnjost objekta na kome se radi i već montirane instalacije i 
uređaji. Svaku učinjenu  štetu bilo namerno, usled nemarnosti i neobazrivosti u 
poslu izvođač je dužan da nadoknadi odnosno popravi. 

 

16. Sve otpatke i smeće koje bude izvođač sa svojim radnicima pri izvođenju radova 
pričinio, dužan je da o svom trošku odnese sa gradilišta na mjesto koje mu se 
odredi. 

 

17. Mjere bezbjednosti zaposlenih radnika na ovom poslu dužan je da preuzme sam 
izvođač u svemu po postojećim propisima i posebnim zahtjevima investitora. 

 

18. Način isplate ugovorenih radova utvrdiće se ugovorom između investitora i 
izvođača. 

 

19. Izvođač mora sam na gradilištu voditi građevinski dnevnik u koji moraju biti 
upisane sve promjene i odstupanja od glavnog projekta. 
 

20. Pored građevinskog dnevnika koji vodi izvođač i nadzorni organ investitora, za svoj 
račun izvođač vodi građevinsku knjigu u koju unosi sve izvedene radove i 
isporučeni materijal. Građevinska knjiga mora biti unaprijed zapečećena i ovjerena 
od strane investitora, a potpisuje je nadzorni organ i predstavnik izvođača. Ova 
knjiga služi kao osnova za sastavljanje situacije za isplatu, kao dokument pri 
tehničkom pregledu. 

 

21. Nadzorni organ investitora dužan je da redovno kontroliše i ovjerava građevinski 
dnevnik i zajedno sa izvođačem odgovara da se investicije izvode prema 
investiciono - tehničkoj dokumentaciji. 
 

22. Nepredviđeni radovi ili povećanje količine materijala i radova moraju se predhodno 
odobriti od strane investitora. U izuzetno hitnim slučajevima može se tražiti 
naknadno odobrenje i to još u toku izvođenja radova. 
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23. Za eventualna potrebna ispitivanja u toku izvođenja kao i završna prilikom probnog 
rada izvođač je dužan da stavi na raspolaganje odgovarajuće potrebne instrumente i 
kvalifikovano osoblje. 
 

24. Nakon završene montaže instalacije - uređaja isti se ne može koristiti odnosno 
stavljati u pogon prije nego što se izvrši tehnički  pregled radi provjere tehničke 
ispravnosti. Tehnički pregled vrši se na zahtjev investitora ili izvođača. Tehnički 
predmet instalacije - uređaja, njegova primopredaja i konačan obračun vrše se 
shodno odredbama postojećih zakona o izgradnji investicionih objekata. 

 

25. Po završenoj montaži izvođač je dužan da investitoru tri primjerka plana izvedenog 
stanja, izvršenih radova, detalja, opisa i šema ugrađene opreme, kao i detaljno 
uputstvo za rukovanje i održavanje. 

 

26. Jedan primjerak uputstva sa kompletnom šemom instalacije investitor mora držati 
na stalno dežurnom mestu i kod lica ovlaštenog za poslove protiv - požarne zaštite. 

 

27. Izvođačke radove, prema ovom projektu, investitor mora ustupiti specijalizovanim i 
ovlašćenim radnim organizacijama za ovu vrstu uređaja - instalacija. Navedeni opšti 
pogodbeni uslovi sastavni su dio projektnog elaborata i u svemu se moraju 
poštovati kako od strane izvođača tako i od strane investitora. 
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4.  TEHNOLOŠKI USLOVI MONTAŽE   

Cijevi materijal, armatura i oprema koja se montira mora imati atest proizvođača i biti od 
prvoklasnog materijala. Rad mora biti vođen stručno sa naročitom pažnjom i efikasnim 
nadzorom. 
Cijevi za mrežu su čelične. Mreža se moa tako izvesti da nigdje nema smetnji u strujanju. 
Sve zasune, ventile i ostalu armaturu koja može usljed nestručnog rukovanja da spriječi 
ispravan rad instalacije osigurati pomoću lanca i katanca. 
Mrežu izvesti sa padom od minimalno 0,4 % prema protivpožarnoj stanici. 
Cijevni razvod nakon montaže i ispitivanja očistiti i premazati temeljnom bojom i ofarbati 
završnom bojom. 
Pri montaži cjevovoda treba voditi računa o eventualnom ukrštanju sa ostalim 
instalacijama, sa naročitom pažnjom da se izbjegne mogućnost štetnog dejstva jedne 
instelacije na drugu. 
Vezu napojnog voda sa magistralnim vodom postojećeg protivpožarnog sistema ostvariti 
prirubničkim spojevima. 
Svaki komad cijevi u dužini preko 3,0 m mora se snabdijeti odgovarajućim nosačem. 
Maksimalno rastojanje između pojedinih nosača ne smije iznositi više od 4 m.  
Cjevovode treba montirati tako da se mogu širiti i skupljati bez štetnih posledica. Dilatacije 
cjevovoda ne smiju dovesti do kidanja ili oštećenja elemenata instalacije ili prouzrokovati 
štetu na objektu. 
Popravke i remont mogu se vršiti samo uz prisustvo ovlašćenog i odgovornog lica. 
Zabranjeno je pritezanje spojeva dok se instalacija nalazi pod pritiskom. 
Nakon završene montaže izvršiti probu instalacije na hidraulički pritisak, i priložiti   
uputstvo za  rukovanje i održavanje. 

4.1.  PROBA I PRIMOPREDAJA INSTALACIJE 

 Proba, nakon čišćenja cjevovoda  vrši se njegovo ispitivanje na čvrstoću putem 
hidrauličnog pritiska.Visina probnog pritiska se određuje u zavisnosti od visine 
radnog pritiska. Cijevna mreža  se ispituju na pritisak od 10 bara. 
Probni hidraulični pritisak u cjevovodu se mora održavati najmanje 1 čas, a za to 
vrijeme ne smeju se pojaviti pukotine, vidljive deformacije, curenje i znojenje na 
spojevima i zaptivnim mjestima cjevovoda. 
Probna ispitivanja na čvrstoću i nepropustljivost vrši izvođač radova po postavljnju 
cjevovoda, a u prisustvu nadzornog organa. 
Po obavljenom ispitivanju sačiniti zapisnik koji će potpisati nadzorni organ 
investitora i odgovorno lice izvođača radova. Zapisnik se potom predaje korisniku 
prilikom tehničkog prijema i primopredaje radova. 

 
 Primopredaja, proba funkcionalnosti se obavlja u prisustvu nadzornog organa 

investitora i predstavnika nadležnog državnog organa. 
Proba automatskog rada se vrši simuliranjem požara preko indikatora požara, a u 
konkretnom slučaju pobuđivanjem sprinkler mlaznice. 
Prilikom probe uređaja za gašenje pratiti potrebno je pratiti sljedeće procese (radi 
uvjeravanja u ispravnost istih): 
  -  otvaranje ventilske stanice na sprinkler sistemu, 
  - oglašavanje alarmnog zvona i prenos signala na protiv požarnu centralu kao 

isključenje elktričnog uređaja, i 
  -  ravnomjernost isticanja vode na mlaznicama. 
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Nakon automatskog, potrebno je demonstrirati ručno aktiviranje instalacije preko  
uređaja za ručno aktiviranje.  
Po završetku obavljene funkionalne probe sačiniti zapisnik, koji će potpisati 
nadzorni organ investitora i odgovorno lice izvođača radova. 
Staviti instalaciju u mobilno stanje. 
Ovako spremna instalacija za gašenje predaje se korisniku, uz sačinjen i potpisan 
zapisnik od strane korisnika i odgovornog lica izvođača u dovoljnom broju 
primjeraka, od čega najmanje dva primjerka korisniku instalacije, a dva izvođaču 
radova.   
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5.  REDOVNI I PERIODIČNI PREGLEDI 

Tokom eksploatacije stabilne sprinkler sistema za gašenje požara, treba sprovoditi sve 
redovne i periodične kontrole u funkciji održavanja instalacije, sa ciljem postizanja pune 
pogonske spremnosti uređaja u svakom trenutku. 
Redovne i periodične pregle treba utrdno upisivati u servisnu knjigu, koju formira stručna 
služba korisnika. 
Ukoliko korisnik nema kadrove ni službu za kvalitetno praćenje i kontrolu ove instalacije 
dužan je da odabere ovlašćenu organizaciju koja će obavljati ove poslove, po posebno 
sklopljenom ugovoru. 
Za stručno praćenje stanja automatskog sprinkler sistema za gašenje požara, potrebno je 
vršiti sljedeće stručne preglede:  
 

 Svakodnevne 
             - pratiti vizuelnu kontrolu pritisaka u sprinkler stanici, 
             - provjeru svih zasuna na putu vode do sprinkler instalacije, i 
             - curenje vode iz instalacije. 
 

 Mjesečne kontrole    
             - rad hidrauličnog zvona i hidroelektričnog kontakta otvaranjem kontrolnog ventila 

a pri tome preduzeti mjere da ne dođe do lažnog uzbunjivanja vatrogasnih 
potencijala. 

 

 Šestomjesečne kontrole 
             - izvršiti pregled čitave instalacije.Otvaranje i zatvaranje svih zasuna i ventila 

       - instalaciju po završenom ispitivanju dovesti u radno stanje, što se konstatuje kroz 
servisnu knjigu. 

 

               Napomena: Šestomjesečnu kontrolu izvodi ovlašćena organizacija. 
 

 Godišnje kontrole  
              - pregled alarmnih ventila, 
              - čišćenje filtera i sapnica na hidrauličnim zvonima te podmazivanje. 
 

 Tro - godišnje kontrole  
              - demontirati i pregledati sve zasune i ventile i alarmne ventile, 
              - izvšiti probno aktiviranje instalacije zagrijevanjem nekoliko mlaznica. 
 

 Dvadeseto - godišnje kontrole  
              - izvršiti probu hladnim vodenim pritiskom čitave instalacije o čemu je potrebno 

sačiniti zapisnik 
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6.  UPUTSTVO O RUKOVANJU I ODRŽAVANJU  
 
 

 
 

Slika 1. Shematski prikaz rada mokre sprinkler instalacije 
1.  glavni ulazni ventil 2.   ventil alarmnog zvona 
3. ventil za pražnjenje 4. ventil za probu 
5. manometar 6. manometar 
                          7. ventil za otkapavanje 

I. Provjera spremnosti uređaja za rad 

Glavni ulazni ventil mora biti otvoren 1 i osiguran sa kaišem i katancem. Alarmni ventil 2 
mora biti u položaju "otvoreno". Ventil za pražnjenje 3 i ventil za probu 4 moraju biti 
zatvoreni. Manometri 5 i 6 pokazuju pritisak vode u cijevnoj mreži ispred ventilske stanice 
i u cijevnoj mreži sa mlaznicama iza ventilske stanice i moraju da pokazuju istu vrijednost 
pritiska vode koja je potrebna za rad uređaja.  

II. U slučaju požara  

Po oglašavanju alarmnog zvona odmah pronaći izvor požara i preduzeti odgovarajuće 
mjere gašenja. Alarmno zvono može se isključiti stavijanjem alarmnog ventila 2 upoložaj 
"zatvoreno". Ovo može biti učinjeno samo ako je požar ugašen. 

Ill. Puštanje u pogon  

-  Zatvoriti glavni ulazni ventil 1.   
-  Staviti alarmni ventil 2 u položaj "zatvoreno".  
-  Potpuno isprazniti cjevovod preko loptastog ventila 3 i svih ventila za pražnjenje na       

cjevovodu.  
-  Aktivirane sprinklere zamijeniti novim.  
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-  Skinuti pokiopac ventilske stanice i očistiti unutrašnjost tijela ventila kao i mehani-
zam za zabravljivanje.  

 
Upozorenje:  
Preporuka je da se mehanizam za zabravljivanje skine, očisti i provjeri da nije oštećen 
ili zaprljan. Zaptivač kao i sve zaptivne površine podmazati.  
 
-  Postaviti uređaj za zaptivanje (podmazati veze). Pažiljivo da se ne ošteti postaviti 

zaptivač.  
-   Zatvoriti ventile za pražnjenje na cjevovodu i loptasti ventil za pražnjenje 3. 
-   Polako otvoniti ulazni ventil 
-   Alarmni ventil 2 staviti u položaj "otvoreno".  
-   Kontrola curenja: Ako voda kontiunalno protiče kroz ventil za otkapavanje 7 venti-

lska stanica propušta vodu. U tom slučaju, ulazni ventil 1 mora se ponovo zatvoriti, 
voda ispustiti i provjeriti sjedšite ventila.  

IV.  Proba alarma 

Prije početka radova obavijestiti osoblje da slijedi proba uređaja. Probni ventil otvoriti 4 
sačekati dok ne odjekne ton zvona i pritisna sklopka ne prenese signal na kontrolni pult. 
Nakon probe alarmni ventil 2 staviti u položaj "zatvoreno" i ispustiti vodu iz linije 
alarmnog zvona ventilom za otkapavanje 7. Posle toga alarmni ventil 2 staviti u požoaj 
"otvoreno". 
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7.  PRILOG MJERA ZAŠTITE NA RADU 

Preventivne mjere zaštite na radu urađene su shodno Zakon o zaštiti i zdravlju na radu (''Sl. 
list CG" br. 34/14), i one ukazuju zaposlenom osoblju na opasnosti koje im prijete i način 
primjene odgovarajuće zaštite (zaštitna sredstva, postupci) od tih opasnosti. Zaposleno 
osoblje treba da je obučeno za pružanje prve pomoći, a pribor za prvu pomoć mora biti 
uvijek u kompletu uz radnu ekipu, odnosno uz ostala sredstva zaštite. 

7.1. OPASNOSTI KOJE SE JAVLJAJU PRI IZVOĐENJU MAŠINSKIH INSTALACIJA 

Opasnosti koje su prisutne i evidentne pri korišćenju stabilne sprinkler instalacije za 
gašeneje požara, mogu biti prouzrokovane usljed: 

- Nepravilno izvršenog dimenzionisanja cjevovoda i opreme, kao i ne pridržavanju 
važećih tehničkih propisa i standarda. 

- Nepravilnog izbora opreme, cijevi i mjerno-regulacione opreme. 
- Nepravilnog postavljanja cjevovoda, rasporeda opreme i armature i mehaničkog  

oštećenja. 
- Nekvalitetno izvedenih cijevi, armature i spojeva. 
- Pojave korozije. 
- Nestručnog i nepravilnog rukovanja i održavanja instalacije. 

7.2.  PREDVIĐENE MJERE ZA OTKLANJANJE OPASNOSTI 

- Na bazi izvedenog proračuna, izvršeno je pravilno dimenzionisanje uređaja, insta-
lacije i mjerno-regulacione armature uz primjenu važećih tehničkih normativa i 
standarda. 

- Cijevna instalacija je stabilno postavljena preko oslonaca. 
- Instalacija je tako postavljena da je onemogućeno mehaničko oštećenje iste. 
- Spajanje instalacije vrši se odgovarajućim nastavcima i priključcima. 
- Izbor sudova, cijevi i mjerno-regulacione armature je pravilno izvršen za ovu vrstu 

instalacije. 
- Projektom je predviđeno propisno ispitivanje instalacije i sudova na hladni vodeni 

pri-tisak (za čvrstoću i zaptivenost). 
- Projektom je predviđeno da se po završenoj montaži Investitoru predaju atesti 

ugrađene opreme, kao i uputstva za održavanje i rukovanje 
- Radi eliminisanja opasnosti po bezbjednost ljudi u slučaju aktiviranja uređaja za 

gašenje, predviđeno je vrijeme za evakuaciju od trenutka davanja zvučnog signala 
do trenutka ubacivanja sredstva za gašenje požara. 

7.3.  OPŠTE NAPOMENE I OBAVEZE 

Sva  oprema i materijal predviđeni ovim Projektom moraju da odgovaraju svim važećim  
tehničkim propisima i standardima. Izvođač radova je obavezan da uradi poseban Elaborat 
o uređenju gradilišta i radu na gradilištu. 
Proizvođač oruđa za rad na mehanizovani pogon je obavezan da dostavi upustvo za bezbjedan 
rad i da potvrdi na oruđu da su na istom primijenjene propisane mjere i normativi za štete na 
radu, odnosno, dostaviti uz oruđe za rad, atest o primijenjenim propisima zaštite na radu. 
Radna organizacija je obavezna da prije početka rada na 8 dana obavijesti nadležni organ 
inspekcije rada o početku radova. 
Radna organizacija je obavezna da izradi normativna akta iz oblasti zaštite na radu: program 
za obučavanje i vaspitanje radnika iz oblasti zaštite, pravilnik o pregledima, ispitivanjima i 
održavanju oruđa, uređaja i alata, program mjera i unapređenja zaštite na radu i drugo. 
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Radna organizacija je obavezna da izvrši obučavanje radnika iz materije zaštite na radu i da 
upozna radnike sa uslovima rada, opasnostima i štetnostima u vezi sa radom i obavi provjeru 
sposobnosti radnika za samostalan i bezbijedan rad. 
Radna organizacija je obavezna da utvrdi radna mjesta sa posebnim uslovima rada, ukoliko 
takva mjesta postoje. 
Radna organizacija u kojoj se pojavljuju eksplozivne smješe mora imati pravilnik o rukovanju 
električnim postrojenjima koja su eksplozivno zaštićena, kao i evidenciji o izvođenju radova, 
opravke i održavanja tih postrojenja. Tim pravilnikom treba predvidjeti obavezne promjene i 
preglede tih postrojenja, kao i rokove ovih pregleda, s tim da oni ne mogu biti duži od jedne 
godine. 
Pravilnikom nabavke oruđa za rad i uređaja iz dokumentacije, koja se prilaže uz oruđe za rad i 
uređaja, mora se pribaviti i podaci o njihovim akustičnim osobinama iz kojih će se vidjeti da 
buka na radnom mjestu i u radnim prostorijama neće prelaziti dopuštene vrijednosti. Ako za 
ispunjenje uslova o dopuštenim vrijednostima bude potrebno preuzimanje posebih mjera 
(prigušivača buka, elastična podleganja i slično) u pomenutoj radnoj sredini. 
Pri rukovanju i manipulaciji u postrojenju obavezna je primjena zaštitne opreme i sredstva.  
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IMPORTANT
Always refer to Technical Data 
Sheet TFP700 for the “INSTALLER  
WARNING” that provides cautions 
with respect to handling and instal-
lation of sprinkler systems and com-
ponents. Improper handling and in-
stallation can permanently damage 
a sprinkler system or its compo-
nents and cause the sprinkler to fail  
to operate in a fire situation or cause  
it to operate prematurely.

Worldwide 
Contacts www.tyco-fire.com

plicable approval agencies, the test-
ing is not representative of all possible 
corrosive atmospheres. Consequently, 
it is recommended that the end user 
be consulted with respect to the suit-
ability of these coatings for any given 
corrosive environment. The effects of 
ambient temperature, concentration of 
chemicals, and gas/chemical velocity, 
should be considered, as a minimum, 
along with the corrosive nature of the 
chemical to which the sprinklers will be 
exposed.

NOTICE
The Series TY-B Sprinklers described 
herein must be installed and maintained 
in compliance with this document, as 
well as with the applicable standards of 
the National Fire Protection Association, 
in addition to the standards of any oth-
er authorities having jurisdiction. Failure 
to do so may impair the performance of 
these devices.

The owner is responsible for maintaining 
their fire protection system and devices 
in proper operating condition. Contact 
the installing contractor or product man-
ufacturer with any questions.

Sprinkler 
Identification 
Numbers
TY3351 – Horizontal Sidewall 
TY3451 – Vertical Sidewall

Technical 
Data
Approvals
UL and C-UL Listed 
FM Approved 
LPCB Certified 
NYC Approved

(Refer to Table A for complete approval 
information, including corrosion-resis-
tant status.)

Maximum Working Pressure
Refer to Table B

Discharge Coefficient
K=5.6 gpm/psi1/2 (80,6 lpm/bar1/2)

Temperature Ratings
Refer to Table A

Finishes
Sprinkler: Refer to Table C

Recessed Escutcheon: Signal or Pure 
White, Jet Black, Chrome Plated, or 
Natural Brass

Physical Characteristics
Frame  � � � � � � � � � � � � � � � � � � � � � � � � � � � �Bronze
Button � � � � � � � � � � � � � � � � � � � � � � Brass/Copper
Sealing Assembly � � Beryllium Nickel w/TEFLON
Bulb � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � �Glass
Compression Screw � � � � � � � � � � � � � � � � �Bronze
HSW Deflector  � � � � � � � � � � � � � � � � � � � � �Bronze
VSW Deflector � � � � � � � � � � � � � � � � � � � � � Copper

General 
Description
The TYCO Series TY-B, 5.6 K-factor, 
Horizontal and Vertical Sidewall Sprin-
klers described in this technical data 
sheet are standard response, standard 
coverage decorative 5 mm glass bulb 
type spray sprinklers designed for use 
in light and ordinary hazard, commercial 
occupancies such as banks, hotels, and 
shopping malls.

They are designed for installation along 
a wall or the side of a beam and just 
beneath a smooth ceiling. Sidewall 
sprinklers are commonly used instead 
of pendent or upright sprinklers due to 
aesthetics or building construction con-
siderations, where piping across the 
ceiling is not desirable.

The recessed version of the Series TY-B 
Horizontal Sidewall Sprinkler is intend-
ed for use in areas with a finished wall. 
It uses a two-piece Style 10 Recessed 
Escutcheon. The Recessed Escutcheon 
provides 1/2 inch (12,7 mm) of recessed 
adjustment or up to 3/4 inch (19,1 mm) 
of total adjustment from the flush side-
wall position. The adjustment provided 
by the Recessed Escutcheon reduces 
the accuracy to which the fixed pipe 
nipples to the sprinklers must be cut.

Corrosion-resistant coatings, where 
applicable, are utilized to extend 
the life of copper alloy sprinklers  
beyond that which would otherwise be 
obtained when exposed to corrosive 
atmospheres. Although corrosion re-
sistant coated sprinklers have passed 
the standard corrosion tests of the ap-
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Operation
The glass bulb contains a fluid which 
expands when exposed to heat. When 
the rated temperature is reached, the 
fluid expands sufficiently to shatter the 
glass bulb, allowing the sprinkler to ac-
tivate and water to flow.

Design 
Criteria
The TYCO Series TY-B, 5.6 K-factor, 
Horizontal and Vertical Sidewall Sprin-
klers are intended for fire protection 
systems designed in accordance with 
the standard installation rules recog-
nized by the applicable Listing or Ap-
proval agency (for example, UL Listing 
is based on the requirements of NFPA 
13, and FM Approval is based on the 
requirements of the FM Loss Preven-
tion Data Sheets). Only the Style 10  
Recessed Escutcheon, as applicable, 
is to be used for recessed horizontal 
installations.

Installation
The TYCO Series TY-B, 5.6 K-factor, 
Horizontal and Vertical Sidewall Sprin-
klers must be installed in accordance 
with this section.

General Instructions
Do not install any bulb type sprinkler 
if the bulb is cracked or there is a loss 
of liquid from the bulb. With the sprin-
kler held horizontally, a small air bubble 
should be present. The diameter of the 
air bubble is approximately 1/16 inch 
(1,6 mm) for the 135°F (57°C) to 3/32 
inch (2,4 mm) for the 360°F (182°C) tem-
perature ratings.

A leak-tight 1/2 inch NPT sprinkler joint 
should be obtained by applying a min-
imum-to-maximum torque of 7 to 14 
ft.-lbs. (9,5 to 19,0 Nm). Higher levels 
of torque may distort the sprinkler inlet 
and cause leakage or impairment of the 
sprinkler.

Do not attempt to make-up for insuf-
ficient adjustment in the escutcheon 
plate by under- or over-tightening the 
sprinkler. Readjust the position of the 
sprinkler fitting to suit.

Horizontal Sidewall Sprinkler 
Installation
The TYCO Series TY-B Recessed Hori-
zontal Sidewall Sprinklers must be in-
stalled in accordance with the following 
instructions.

Install recessed horizontal sidewall 
sprinklers in the horizontal position with 
the centerline of waterway perpendicu-
lar to the back wall and parallel to the 

ceiling. The word “TOP” on the Deflec-
tor is to face towards the ceiling.

Step A. After installing the Style 10 
Mounting Plate over the sprinkler 
threads, hand-tighten the sprinkler into 
the sprinkler fitting.

Step B. Tighten the sprinkler into the 
sprinkler fitting using only the W-Type 7 
Recessed Sprinkler Wrench (Ref. Figure 
5). Apply the W-Type 7 Recessed Sprin-
kler Wrench to the sprinkler wrench flats 
(Ref. Figure 1).

Step C. After the ceiling is installed or 
the finish coat is applied, slide on the 
Style 10 Closure over the Series TY-B 
Sprinkler and push the Closure over the 
Mounting Plate until its flange comes in 
contact with the ceiling.

Vertical Sidewall Sprinkler 
Installation
The Series TY-B Vertical Sidewall Sprin-
klers must be installed in accordance 
with the following instructions.

Install vertical sidewall sprinklers in the 
pendent or upright position with the ar-
row on the Deflector pointing away from 
the wall.

Step 1. With pipe thread sealant applied 
to the pipe threads, hand-tighten the 
sprinkler into the sprinkler fitting.

Step 2. Tighten the sprinkler into the 
sprinkler fitting using only the W-Type 
6 Sprinkler Wrench (Ref. Figure 4). For 
wax-coated sprinklers, use an 8 or 10 
inch adjustable Crescent wrench. Apply 
the W-Type 6 Sprinkler Wrench or the 
Crescent wrench, as applicable, to the 
wrench flats (Ref. Figure 2).

**

*

*

**

*

ESCUTCHEON
PLATE SEATING

SURFACE

1-13/16"
(46,0 mm)

CENTERLINE
OF SPRINKLER

WATERWAY

2-7/8" DIA.
(73,0 mm)

STYLE 10
RECESSED

ESCUTCHEON

2-3/16"
(55,6 mm)

1-1/2"
(38,1 mm)

DEFLECTOR
HAT

9/16"
(14,3 mm)

6

WRENCH
FLATS

4

7/16"
(11,1 mm)
NOMINAL
MAKE-IN

2

5

3

1/2"
NPT

1

Pipe thread
connections per
ISO 7-1 can be
provided on
special request.

Temperature rating
is indicated on
De�ector.

1
2

Sealing
Assembly

Button
Frame

-
-

Bulb

3 -

4 -

6 - De�ector

Compression
Screw

5 -

FIGURE 1 
SERIES TY-B HORIZONTAL SIDEWALL (TY3351) SPRINKLER 

5.6 K-FACTOR STANDARD RESPONSE



TFP161
Page 3 of 6

sprinkler, loosen the wrench jaws before 
removing the wrench.

After installation, inspect the sprinkler 
wrench flats and frame arms and re-
touch (repair) the wax coating when-
ever the coating has been damaged 
and bare metal is exposed. Retouch 
the wax coating on the wrench flats by 
gently applying a heated 1/8 inch diam-
eter steel rod to the damaged areas of 
wax to smooth it back over areas where 
bare metal is exposed.

NOTICE
Only retouching of the wax coating ap-
plied to the wrench flats and frame arms 
is permitted, and the retouching is to be 
performed only at the time of the initial 
sprinkler installation.

The steel rod should be heated only to 
the point at which it can begin to melt 
the wax, and appropriate precautions 
need to be taken when handling the 
heated rod in order to prevent the in-
staller from being burned.

When installing wax-coated sprinklers 
with the adjustable Crescent wrench, 
exercise care to prevent damage to the 
wax coating on the sprinkler wrench 
flats or frame arms and, consequent-
ly, exposure of bare metal to the cor-

rosive environment. Open the jaws of 
the wrench sufficiently wide to pass 
over the wrench flats without damaging 
the wax coating. Before wrench-tight-
ening the sprinkler, adjust the jaws of 
the wrench to contact only the sprinkler 
wrench flats. After wrench tightening the 

**

* **

*

*

PENDENT UPRIGHT SECTION
CROSSSHOWN SHOWN

1-1/2"
(38,1 mm)

ESCUTCHEON
PLATE SEATING

SURFACE

2-3/16"
(55,6 mm)

WRENCH
FLATS

1/2"
NPT

7/16"
(11,1 mm)
NOMINAL
MAKE-IN

ARROW MUST
POINT AWAY

FROM AND BE
PERPENDICULAR

TO THE BACK
WALL SURFACE

7

2-3/16"
(55,6 mm)

3

1

6

5

2

4

Pipe thread
connections
per ISO 7-1 can
be provided on
special request.

Temperature
rating is
indicated on
De�ector.

1
2

Sealing
Assembly

Button
Frame

-
- Bulb

3 -

4 -

6 - De�ector

Compression
Screw

5 -

FLOW

Ejection
Spring

7 -

WRENCH RECESS
(END "A" USED FOR
1/2" NPT MODELS)

WRENCH
RECESS

PUSH WRENCH
IN TO ENSURE
ENGAGEMENT

WITH SPRINKLER
WRENCHING AREA

2-7/8" DIA.
(73,0 mm)

MOUNTING
SURFACE

CLOSURE

1-1/4" (31,8 mm)

3/4" (19,1 mm)

SERIES
TY-B

MOUNTING
PLATE

3/4" (19,1 mm)

1/8"
(3,2 mm)

1/4" (6,4 mm)

FACE OF
SPRINKLER

FITTING

5/8±1/4"
(15,9±6,4 mm)

2-1/4" DIA.
(57,2 mm)

FIGURE 2 
SERIES TY-B VERTICAL SIDEWALL (TY3451) SPRINKLER 

5.6 K-FACTOR, STANDARD RESPONSE

FIGURE 4 
W-TYPE 6 

SPRINKLER WRENCH

FIGURE 5 
W-TYPE 7 RECESSED 
SPRINKLER WRENCH

FIGURE 3 
SERIES TY-B RECESSED PENDENT SPRINKLER ASSEMBLY 

WITH TWO-PIECE 3/4 INCH TOTAL ADJUSTMENT 
STYLE 10 RECESSED ESCUTCHEON, 5.6 K-FACTOR, 1/2 INCH NPT
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K SPRINKLER 
TYPE

TEMPERATURE 
RATING

BULB 
LIQUID 
COLOR

SPRINKLER FINISH (10)

NATURAL 
BRASS

CHROME 
PLATED POLYESTER*** LEAD 

COATED
WAX 

COATED
WAX-OVER-LEAD 

COATED

5.6 
1/2˝ 
NPT

HORIZONTAL 
SIDEWALL 
(TY3351) 
Figure 1

135°F (57°C) Orange

1, 2, 3, 4, 9 1, 2, 3, 9
1, 2, 3, 9

1, 2, 3, 9
155°F (68°C) Red

175°F (79°C) Yellow

200°F (93°C) Green

286°F (141°C) Blue 1**, 2**, 3**, 9**

360°F (182°C) Mauve 1, 2, 4, 9 1, 2, 9 N/A

RECESSED 
HORIZONTAL 

SIDEWALL 
(TY3351)* 
Figure 3

135°F (57°C) Orange

1, 2, 3, 9 N/A
155°F (68°C) Red

175°F (79°C) Yellow

200°F (93°C) Green

5.6 
1/2˝ 
NPT

VERTICAL 
SIDEWALL 
(TY3451)  

PENDENT 
or 

UPRIGHT 
Figure 2

135°F (57°C) Orange

4, 5, 6, 7, 8, 9
5, 6, 7, 9

5, 6, 7, 9
155°F (68°C) Red

175°F (79°C) Yellow

200°F (93°C) Green

286°F (141°C) Blue 5**, 6**, 7**, 9**

360°F (182°C) Mauve 4, 5, 6, 8, 9 N/A

Notes:
1. UL Listed for use in Light and Ordinary Hazard Occupancies at a 4 to 12 inch (100 to 300 mm) top of deflector-to-ceiling distance
2. C-UL Listed for use in Light and Ordinary Hazard Occupancies at a 4 to 12 inch (100 to 300 mm) top of deflector-to-ceiling distance
3. FM Approved for use in Light Hazard Occupancies at a 4 to 12 inch (100 to 300 mm) top of deflector-to-ceiling distance
4. LPCB Approved (Ref. No. 094a & 007k) at a 4 to 6 inch (100 to 150 mm) deflector-to-ceiling distance
5. UL Listed for use in Light and Ordinary Hazard Occupancies
6. C-UL Listed for use in Light and Ordinary Hazard Occupancies
7. FM Approved for use in Light Hazard Occupancies
8. LPCB Approved (Ref. No. 094a & 007k)
9. Approved by the City of New York under MEA 354-01-E
10. Where Polyester Coated, Lead Coated, Wax Coated, and Wax-over-Lead Coated Sprinklers are noted to be UL and C-UL Listed, the sprinklers are UL and C-UL Listed as corro-

sion-resistant sprinklers. Where Lead Coated, Wax Coated, and Wax-over-Lead Coated Sprinklers are noted to be FM Approved, the sprinklers are FM Approved as corrosion-
resistant sprinklers.

* Installed with Style 10 (1/2˝ NPT) or Style 40 (3/4˝ NPT) 3/4˝ Total Adjustment Recessed Escutcheon, as applicable
** 150°F (66°C) maximum ceiling temperature
*** Frame and deflector only
N/A – Not Applicable

TABLE A 
SERIES TY-B HORIZONTAL AND VERTICAL SPRINKLERS 

LABORATORY LISTINGS AND APPROVALS
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Care and 
Maintenance
The TYCO Series TY-B, 5.6 K-factor, 
Horizontal and Vertical Sidewall Sprin-
klers must be maintained and serviced 
in accordance with this section.

Before closing a fire protection sys-
tem main control valve for maintenance 
work on the fire protection system that 
it controls, obtain permission to shut 
down the affected fire protection sys-
tem from the proper authorities and no-
tify all personnel who may be affected 
by this action.

The owner must assure that the sprin-
klers are not used for hanging any ob-
jects and that the sprinklers are only 
cleaned by means of gently dusting with 
a feather duster; otherwise, non-opera-
tion in the event of a fire or inadvertent 
operation may result. 

Absence of an escutcheon, which is 
used to cover a clearance, may delay 
the time to sprinkler operation in a fire 
situation.

Sprinklers which are found to be leaking 
or exhibiting visible signs of corrosion 
must be replaced.

Automatic sprinklers must never be 
painted, plated, coated, or otherwise 
altered after leaving the factory. Modi-
fied sprinklers must be replaced. Sprin-
klers that have been exposed to corro-
sive products of combustion, but have 
not operated, should be replaced if they 
cannot be completely cleaned by wiping 
the sprinkler with a cloth or by brushing 
it with a soft bristle brush.

Care must be exercised to avoid dam-
age to the sprinklers before, during, and 
after installation. Sprinklers damaged 
by dropping, striking, wrench twist/
slippage, or the like, must be replaced. 
Also, replace any sprinkler that has a 

cracked bulb or that has lost liquid from 
its bulb. (Refer to Installation Section.)

The owner is responsible for the inspec-
tion, testing, and maintenance of their 
fire protection system and devices in 
compliance with this document, as well 
as with the applicable standards of the 
National Fire Protection Association 
(e.g., NFPA 25), in addition to the stan-
dards of any other authorities having 
jurisdiction. Contact the installing con-
tractor or product manufacturer with 
any questions.

Automatic sprinklers are recommended 
to be inspected, tested, and maintained 
by a qualified Inspection Service in ac-
cordance with local requirements and/
or national codes.

K SPRINKLER 
TYPE

SPRINKLER FINISH

NATURAL 
BRASS

CHROME 
PLATED POLYESTER* LEAD 

COATED
WAX 

COATED
WAX-OVER-LEAD 

COATED

5.6 
1/2˝ 
NPT

HORIZONTAL SIDEWALL 
(TY3351) 250 psi (17,2 bar) (a)

OR

175 psi (12,1 bar)RECESSED 
HORIZONTAL SIDEWALL 

(TY3351)

VERTICAL SIDEWALL 
(TY3451) 175 psi (12,1 bar)

Note:
a. The maximum working pressure of 250 psi (17,2 bar) only applies to UL Listing, C-UL Listing and Approval by the City of New York
* Frame and deflector only

TABLE B 
SERIES TY-B HORIZONTAL AND VERTICAL SPRINKLERS 

MAXIMUM WORKING PRESSURE
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Copyright © 2015 Tyco Fire Products, LP.  All rights reserved.
TEFLON is trademark of The DuPont Corporation

Limited 
Warranty
For warranty terms and conditions, visit 
www.tyco-fire.com.

Ordering 
Procedure
Contact your local distributor for avail-
ability. When placing an order, indicate 
the full product name and Part Number 
(P/N).

Sprinkler Assemblies with 
NPT Thread Connections
Specify: Series TY-B (specify SIN), 
(specify K-factor), (specify Horizontal or 
Vertical Sidewall) Sprinklers with (spec-
ify) temperature rating, (specify) finish or 
coating, P/N (Refer to Table C)

Recessed Escutcheon
Specify: Style 10 Recessed Escutcheon 
with (specify) finish, P/N (specify*)
* Refer to Technical Data Sheet TFP770

Sprinkler Wrench
Specify: W-Type 6 Sprinkler Wrench, 
P/N 56-000-6-387

Specify: W-Type 7 Sprinkler Wrench, 
P/N 56-850-4-001

Wax Sticks 
(for retouching wrench-damaged 
wax coating)
Specify: (specify color, below) Colored 
Coded Wax Stick for retouching (speci-
fy temperature rating) temperature-rated 
Series TY-B Sprinklers, P/N (specify)

Note: Each wax stick is suitable for 
retouching up to 25 sprinklers.

Note: The wax used for 286°F (141°C) 
sprinklers is the same as for 200°F (93°C) 
sprinklers, and, therefore, the 286°F (141°C) 
sprinkler is limited to the same maximum 
ceiling temperature as the 200°F (93°C) 
sprinkler (i.e., 150°F [66°C]).

Notes:
* Eastern Hemisphere sales only
** Available only for 155°F (68°C) or 200°F (93°C) temperature 

rated sprinklers
*** Available only for horizontal sidewall TY3351 for use in 

Deluge Systems (“OPEN” indicates sprinkler assembly 
without glass bulb, button, and sealing assembly)

P/N 57 – XXX – X – XXX

Color Sprinkler 
Temperature Rating Part Number

Black 135°F (57°C) 56-065-1-135

Red 155°F (68°C) 56-065-1-155

Yellow 175°F (79°C 56-065-1-175

Blue 200°F (93°C)
286°F (141°C) 56-065-1-286

SIN

578 HORIZONTAL SIDEWALL TY3351

575 VERTICAL SIDEWALL TY3451

TEMPERATURE 
RATING

135 135°F (57°C)

155 155°F (68°C)

175 175°F (79°C)

200 200°F (93°C)

286 286°F (141°C)

360 360°F (182°C)

000 OPEN***

SPRINKLER 
FINISH

1 NATURAL BRASS

3 PURE WHITE (RAL9010)* 
POLYESTER

4 SIGNAL WHITE (RAL9003) 
POLYESTER

5 JET BLACK (RAL9005)** 
POLYESTER

6 WAX COATED 
286°F (141°C) MAX 

7 LEAD COATED

8 WAX-OVER-LEAD 
286°F (141°C) MAX

9 CHROME PLATED

TABLE C 
SERIES TY-B HORIZONTAL AND VERTICAL SIDEWALL SPRINKLERS 

PART NUMBER SELECTION

TABLE D 
SERIES TY-B HORIZONTAL AND VERTICAL SIDEWALL SPRINKLERS 

WAX RETOUCHING STICK PART NUMBER SELECTION



Sprinkler Cabinets
3, 6, & 12 Sprinklers, 1/2 or 3/4 Inch NPT 
6 ESFR Sprinklers, 3/4 or 1 Inch NPT
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Technical Services: Tel: (800) 381-9312 / Fax: (800) 791-5500

General 
Description
Tyco® Sprinkler Cabinets are con-
structed of metal enclosures with 
hinged covers designed to provide on-
site storage of an emergency supply 
of sprinklers and a sprinkler wrench. 

NFPA 13 requires a representative 
number of each type of sprinkler used 
in a sprinkler system to be stored in a 
cabinet on-site to allow for immediate 
removal and replacement of sprinklers 
that may have operated or become 
damaged. 

Sprinkler Cabinets are manufactured 
of heavy gauge steel with knock-outs 
to accommodate NPT threaded sprin-
klers and are painted an attractive red 
enamel. 

WARNINGS
The Sprinkler Cabinets described here-
in must be installed and maintained in 
compliance with this document, as 
well as with the applicable standards 
of the National Fire Protection Asso-
ciation, in addition to the standards of 
any other authorities having jurisdic-
tion. Failure to do so may impair the 
performance of these devices.

The owner is responsible for maintain-
ing their fire protection system and de-
vices in proper operating condition. 
The installing contractor or sprinkler 
manufacturer should be contacted 
with any questions.

Technical  
Data 
Material 
 Carbon Steel
Weights
3 Sprinkler Cabinet  . . . . . . . . . . . . .  
. . . . . . . . . . . . . . . . .1.5 Lbs. (0,68 kg)

6 Sprinkler Cabinet . . . . . . . . . . . . . .  
. . . . . . . . . . . . . . . . . 2.3 Lbs. (1,04 kg)

12 Sprinkler Cabinet . . . . . . . . . . . . .  
. . . . . . . . . . . . . . . . . 4.0 Lbs. (1,81 kg)

6 ESFR Sprinkler Cabinet . . . . . . . . .  
. . . . . . . . . . . . . . . . . 3.3 Lbs. (1,36 kg)
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5-1/4" R
(133,4 mm)

DOOR SWING

MINIMUM
CLEARANCE

6" (150 mm)

2-9/16"
(65,1 mm)

HOLES ACCOMMODATE

(127,0 mm)
(25,4 mm)

SCREWS
3/16" (5 mm)
HOLES FOR

2" 1-3/16"
(50,8 mm)

1"
5"

(30,2 mm)

(127,0 mm)
5"

(184,2 mm)
7-1/4" 1-1/4"

(31,8 mm)

REMOVE KNOCKOUTS

3/4" NPT SPRINKLERS
TO ACCOMMODATE

1/2" NPT SPRINKLERS

1-3/4"
(44,5 mm)

(98,4 mm)
3-1/4" 2-5/8"

(66,7 mm)

1-1/8"
(28,6 mm)

1" (25,4 mm)
STRAP HANGER

SLOTS FOR
SPRINKLER

SHELF
WRENCH

SHELF

1-5/16"
(33,3 mm)

HINGES

DOOR

NOT SHOWN
AND HINGES

1-3/4"
(44,5 mm)

(152,4 mm)3-1/4"
(98,4 mm)

10-13/16"
(274,6 mm)

6"

14-1/16"
(357,2 mm)

(30,2 mm)

(127,0 mm)1"
(25,4 mm)

5"

1-5/8"

1-3/16"

(41,3 mm)

(31,8 mm)
1-1/4"

TO ACCOMMODATE
3/4" NPT SPRINKLERS

REMOVE KNOCKOUTS

1/2" NPT SPRINKLERS

(33,3 mm)
1-5/16"

HOLES ACCOMMODATE

MINIMUM
6" (150 mm)

CLEARANCE
(65,1 mm)

2-9/16"

DOOR SWING
(133,4 mm)

5-1/4" R

(50,8 mm)
2"

SHELF
WRENCH

HOLES FOR
3/16" (5 mm)

SCREWS

SPRINKLER
SLOTS FOR

STRAP HANGER
1" (25,4 mm)

SHELF

HINGES

DOOR

NOT SHOWN
AND HINGES

FIGuRe 1  
3 SpRINkleR CAbINet

FIGuRe 2  
6 SpRINkleR CAbINet
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(127,0 mm)

HOLES ACCOMMODATE

1-3/4" (25,4 mm)

SCREWS
3/16" (5 mm)
HOLES FOR

(44,5 mm)

1" (25,4 mm)
STRAP HANGER

SLOTS FOR
SPRINKLER

SHELF
WRENCH

SHELF

1-1/2"

(98,4 mm)
3-1/4"

6"2" 1-3/16"
(152,4 mm)(50,8 mm)

1"
5"

(30,2 mm)

(274,6 mm)
10-13/16"

(357,2 mm)
14-1/16"

(41,3 mm)
1-5/8"

1-1/8"
(28,6 mm)

(38,1 mm)

REMOVE KNOCKOUTS

3/4" NPT SPRINKLERS
TO ACCOMMODATE

1/2" NPT SPRINKLERS

5-1/4" R

4-1/8"
MINIMUM

CLEARANCE
(104,8 mm)

6" (150 mm)

DOOR SWING
(133,4 mm)

1-1/2"
(38,1 mm)HINGES

DOOR

NOT SHOWN
AND HINGES

(357,2 mm)
14-1/16"

(274,6 mm)
10-13/16"

(157,2 mm)
6-3/16"

MINIMUM
7" (180 mm)

(152,4 mm)
6"

(39,7 mm)
1-9/16"

2"
(50,8 mm)

1-5/8"
(41,3 mm)

(96,8 mm)
3-13/16"

(60,3 mm)
2-3/8"

CLEARANCE

DOOR SWING
(163,5 mm)
6-7/16" R

1-3/16"
(30,2 mm)

(25,4 mm)
1"

3/4" NPT SPRINKLERS
HOLES ACCOMMODATE

TO ACCOMMODATE
REMOVE KNOCKOUTS

1" NPT SPRINKLERS

3-1/8"
(79,4 mm)

DOOR
AND HINGES

SLOTS FOR

STRAP HANGER
1" (25,4 mm)3/16" (5 mm)

HOLES FOR

SCREWS
SHELF

WRENCH
SHELF

SPRINKLER

HINGES
(39,7 mm)

1-9/16"

NOT SHOWN

FIGuRe 3  
12 SpRINkleR CAbINet

FIGuRe 4  
6 eSFR SpRINkleR CAbINet
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TYCO FIRE & BUILDING PRODUCTS, 451 North Cannon Avenue, Lansdale Pennsylvania  19446

Installation
Sprinkler Cabinets are designed with 
two 3/16 Inch (4,7 mm) diameter holes 
for wall mounting or direct attachment 
to the system riser with a strap-type 
hanger. The Sprinkler Cabinet should 
be installed at or near the system con-
trol valve and must be stocked with an 
adequate supply of spare sprinklers 
and a sprinkler wrench. 

The stock of spare sprinklers should 
include sprinklers of each type and 
temperature rating as are installed in 
the sprinkler system, in the following 
quantities: 

Sprinklers In 
System

Spare Sprinklers 
Required

Under 300 6

300-1000 12

Over 1000 24

The 3, 6, and 12 Sprinkler Cabinets 
are designed to accept both 1/2 & 3/4 
Inch NPT threaded sprinklers, where-
as the 6 ESFR Sprinkler Cabinets are 
designed to accept both 3/4 & 1 Inch 
NPT threaded sprinklers. As neces-
sary, insert a screwdriver blade from 
the front top of the shelf and under the 
near bottom part of the knockout an-
nular ring. Press the screwdriver han-
dle down to remove the knockout ring.

Care and  
Maintenance
The Sprinkler Cabinet, wrench, and 
stock of spare sprinklers should be in-
spected at least quarterly. The follow-
ing items should be checked: 

•  The Sprinkler Cabinet should be 
readily accessible, and not exposed 
to a corrosive atmosphere or tem-
peratures in excess of 100°F (38°C). 

•  The stock of spare sprinklers should 
include an adequate number of each 
type and temperature rating. 

•  The stock of sprinklers must be in 
good condition. 

•  A sprinkler wrench of the appropriate 
type must be included in the Sprin-
kler Cabinet.

Limited 
Warranty
Products manufactured by Tyco Fire 
& Building Products (TFBP) are war-
ranted solely to the original Buyer for 
ten (10) years against defects in mate-
rial and workmanship when paid for 
and properly installed and maintained 
under normal use and service. This 
warranty will expire ten (10) years from 
date of shipment by TFBP. No warran-
ty is given for products or components 
manufactured by companies not af-
filiated by ownership with TFBP or for 
products and components which have 
been subject to misuse, improper in-
stallation, corrosion, or which have not 
been installed, maintained, modified or 
repaired in accordance with applicable 
Standards of the National Fire Protec-
tion Association, and/or the standards 
of any other Authorities Having Juris-
diction. Materials found by TFBP to be 
defective shall be either repaired or re-
placed, at TFBP’s sole option. TFBP 
neither assumes, nor authorizes any 
person to assume for it, any other ob-
ligation in connection with the sale of 
products or parts of products. TFBP 
shall not be responsible for sprinkler 
system design errors or inaccurate or 
incomplete information supplied by 
Buyer or Buyer’s representatives. 

In no event shall TFBP be liable, in 
contract, tort, strict liability or under 
any other legal theory, for incidental, 
indirect, special or consequential dam-
ages, including but not limited to labor 
charges, regardless of whether TFBP 
was informed about the possibility of 
such damages, and in no event shall 
TFBP’s liability exceed an amount 
equal to the sales price. 

The foregoing warranty is made in lieu 
of any and all other warranties, ex-
press or implied, including warranties 
of merchantability and fitness for a 
particular purpose.

This limited warranty sets forth the ex-
clusive remedy for claims based on 
failure of or defect in products, materi-
als or components, whether the claim 
is made in contract, tort, strict liability 
or any other legal theory. 

This warranty will apply to the full ex-
tent permitted by law. The invalidity, 
in whole or part, of any portion of this 
warranty will not affect the remainder. 

Ordering  
Procedure
When placing an order, indicate the full 
product name. Contact your local dis-
tributor for availability.

Sprinkler Cabinet:
Specify: (Description), P/N (specify).
3 Sprinkler Cabinet. . . . . . . . . . . . . . . . . P/N 1177
6 Sprinkler Cabinet. . . . . . . . . . . . . . . . . P/N 1119
12 Sprinkler Cabinet . . . . . . . . . . . . . . . . P/N 1124
6 ESFR Sprinkler Cabinet  . . . . . . . . . . .  P/N 1111
 



FASTFLEX 
Model YN25, YB25, and YB28 Flexible Sprinkler Hose 
700 mm to 3700 mm Nominal Assembly Lengths
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Technical Services: Tel: (800) 381-9312 / Fax: (800) 791-5500

•  Construction advantage. Adjust-
ments can be made to ceiling levels 
after installation without impacting 
sprinklers and drops.

•  Equipment cost savings. Using 
FASTFLEX reduces cost by elim-
inating pipe wastage and reducing 
the labor associated with cutting, 
threading, and sealing pipe threads.

notice
The FAStFLeX flexible sprinkler hos-
es described herein must be installed 
and maintained in compliance with 
this document and with the applicable 
standards recognized by the Approval 
agency, in addition to the standards of 
any other authorities having jurisdic-
tion. Failure to do so may impair the 
performance of these devices.

The owner is responsible for maintain-
ing their fire protection system and de-
vices in proper operating condition. 
The installing contractor or sprinkler 
manufacturer should be contacted 
with any questions.

General 
Description
The Tyco® FASTFLEX is a unique 
sprinkler drop assembly comprised of 
the following: branchline adapter nip-
ple, stainless steel flexible hose with 
two slip nuts, sprinkler reducer, and 
lightweight ceiling bracket compo-
nents. (Refer to Figure 1.)

Using FASTFLEX can save time and 
costs since the system can be in-
stalled in false ceilings without cut-
ting and threading pipes associated 
with installing a drop, armover, and el-
bows. FASTFLEX makes it possible to 
test and charge the system with wa-
ter before the ceiling grid is installed. 
Once the ceiling grid is in position, the 
FASTFLEX hoses can be reshaped to 
suit the final sprinkler location without 
draining the system. 

FASTFLEX flexible sprinkler hose is 
installed quickly without large and ex-
pensive tools. Ideal projects are of-
fices, schools, libraries, hospitals, 
and shopping complexes. FASTFLEX 
sprinkler hoses are for use on wet pipe 
sprinkler systems only.

FASTFLEX offers the following fea-
tures:

•  Reduced labor costs. Using FAST-
FLEX will reduce labor costs by in-
creasing efficiency. The installation 
rate is two to three times quick-
er when compared to traditional fit-
ting methods of installing sprinkler 
drops.

•  Reduced need to recut sprinkler 
drops. It is not necessary to adjust 
sprinkler location if ceiling alignment 
and level are changed. 

•  More convenient work flow. Using 
FASTFLEX eases bending and ma-
neuvering around ducts and trays in 
congested spaces and for unusu-
al ceiling types and curved plaster-
board ceilings. 

Technical  
Data 
Approvals
LPCB, VdS, FM, and UL 
(Specific details for laboratory approv-
als are given in Table A, and the ap-
provals apply to the service conditions 
indicated in the applicable Design Cri-
teria sections on pages 6 and 7.)

APSAD accepted per Table A.

CSTB accepted for all models and as-
sembly lengths. 

Inlet Connections (Ref Fig. 1) 
- ISO 7/1-R 1 
- ISO 7/1-R 1-1/4

Outlet Connections (Ref Fig. 2) 
- ISO 7/1-Rc 3/8  
- 1/2 inch NPT 
- 3/4 inch NPT

Nominal Assembly Lengths  
Refer to Table  A.

Construction (Ref. Fig. 1) 
The Inlet Nipple is mild steel, and the 
Flexible Hose is SS AISI 304. The con-
nection at each end of the Flexible 
Hose utilizes a brass Slip Nut, NBR/CR  
o-ring, and Nylon W6 washer. The 
Sprinkler Reducer is mild steel. The 
Reducer Bracket, Bar Fixing Clamps, 
and Support Bar are pressed steel.

http://www.tyco-fireproducts.com
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TYPICAL SPRINKLER

SEE FIGURE 2
FOR DETAILS

(STRAIGHT SHOWN)

HOSE THREADED
SPRINKLER REDUCER

INLET
NIPPLE

BRANCHLINE FITTING OUTLET

CLAMP WITH

CEILING

T-BAR
GRID

SCREW

BOLTS
BUTTERFLY

FIXING

ISO 7/1-R 1

PIPE THREADED
END

DROP-IN
CEILING PANEL

BOLTS

REDUCER

BUTTERFLY
BRACKET WITH

SUPPORT
BAR

600 mm

25 or 28 mm ID
HOSE THREADED

END

ASSEMBLY

25 or 28 mm ID

BAR

OR ISO 7/1-R 1-1/4

25 mm ID BRAIDED

28 mm ID BRAIDED
25 mm ID BRAIDED - FM

28 mm ID BRAIDED - FM

25 mm ID UNBRAIDED
WITH SLIP NUTS:
FLEXIBLE HOSE

BRACKET WITH

THREADED
HOSE

CEILING

T-BAR
GRID

SPRINKLER
REDUCER

(SEE FIGURE 2)

REDUCER

BUTTERFLY
BOLTS

DROP-IN
CEILING
PANEL

SUPPORT
BAR

THREADED
FITTING
OUTLET

SLIP NUT

ISO 7/1-R 1

SYSTEM
BRANCHLINE

IN ACCORDANCE WITH
MANUFACTURER'S

SPRINKLER INSTALLED

INSTRUCTIONS

INLET
NIPPLE

BRANCHLINE

(NOT INCLUDED)
FITTING

CLAMP WITH

BOLTS
BUTTERFLY

FIXING
BAR

OR ISO 7/1-R 1-1/4

25 mm ID BRAIDED

28 mm ID BRAIDED
25 mm ID BRAIDED - FM

28 mm ID BRAIDED - FM

25 mm ID UNBRAIDED
WITH SLIP NUTS:
FLEXIBLE HOSE
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MALE HOSE

OUTLET

STRAIGHT

AND BRACKET

120 mm

THREADED

25 or 28 mm ID

INLET

or 3/4" NPT
1/2" NPT,

ISO 7/1-Rc 3/8,

FEMALE PIPE
THREADED

WRENCH

FLATS

BRANCHLINE
FITTING

TERMINATION
FERRULE

SPRINKLER
REDUCER

HOSE

FLEXIBLE
HOSE

NIPPLE
INLET

120 mm

45 DEGREE

125 mm

125 mm

90 DEGREE

133 mm

L1

L2

NUT
SLIP

FLATS

WRENCH
AND BRACKET

25 or 28 mm ID

THREADED
MALE HOSE

INLET

OUTLET
THREADED

FEMALE PIPE

1/2" NPT,
or 3/4" NPT

ISO 7/1-Rc 3/8, ISO 7/1-Rc 3/8,

FEMALE PIPE
THREADED

or 3/4" NPT

OUTLET

1/2" NPT,

WRENCH
AND BRACKET

FLATS

INLET

25 or 28 mm ID

THREADED
MALE HOSE

50 mm 90 mm

370

(YB)

2370

3370
2770

2170
1670
1470
1380
870
670

MODEL
SIZE

1500

3100
3700

2500
2700

1800
2000

700
1000
1200

11901380

2980
3580

2380
1880
1680

2580
2790
3390

2190
2390

1490
1690

NOMINAL LENGTH mm

580

(YN or YB)
L1

1080
880

390

890
690

L2
(YN)

L2

SPRINKLER REDUCERS

HOSE ASSEMBLIES

BAR FIXING CLAMPS
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Model Type
Assembly  
Length in  

Millimeters

LPCB VdS FM UL* APSAD**

50 and 90 mm 
Bar Fixing Clamp

50 and 90 mm 
Bar Fixing Clamp

50 and 90 mm 
Bar Fixing Clamp

50 mm 
Bar Fixing Clamp

50 and 90 mm 
Bar Fixing Clamp

Sprinkler 
Reducer Type

Sprinkler 
Reducer Type

Sprinkler 
Reducer Type

Sprinkler 
Reducer Type

Sprinkler 
Reducer Type

0° 45° 90° 0° 45° 90° 0° 45° 90° 0° 45° 90° 0° 45° 90°

YN25-700 Un-braided 700 x x x x x

YN25-1000 Un-braided 1000 x x x x x

YN25-1200 Un-braided 1200 x x x x x

YN25-1500 Un-braided 1500 x x x x x

YN25-1800 Un-braided 1800 x x x x

YN25-2000 Un-braided 2000 x x x

YN25-2500 Un-braided 2500 x x x

YN25-2700 Un-braided 2700 x x x

YN25-3100 Un-braided 3100 x x x

YN25-3700 Un-braided 3700 x x x

YB25-700 Braided 700 x x x x

YB25-1000 Braided 1000 x x x x

YB25-1200 Braided 1200 x x x x

YB25-1500 Braided 1500 x x x x

YB25-1800 Braided 1800 x x x x

YB25-2000 Braided 2000 x x x

YB25-2500 Braided 2500 x x x

YB25-700 Braided-FM 700 x

YB25-1000 Braided-FM 1000 x

YB25-1200 Braided-FM 1200 x

YB25-1500 Braided-FM 1500 x

YB25-1800 Braided-FM 1800 x

YB25-2000 Braided-FM 2000 x

YB25-2500 Braided-FM 2500 x

YB28-700 Braided 700 x x x x x

YB28-1000 Braided 1000 x x x x x

YB28-1200 Braided 1200 x x x x x

YB28-1500 Braided 1500 x x x x x

YB28-1800 Braided 1800 x x x x

YB28-2000 Braided 2000 x x x

YB28-2500 Braided 2500 x x x

YB28-700 Braided - FM 700 x

YB28-1000 Braided - FM 1000 x

YB28-1200 Braided - FM 1200 x

YB28-1500 Braided - FM 1500 x

YB28-1800 Braided - FM 1800 x

YB28-2000 Braided - FM 2000 x

YB28-2500 Braided - FM 2500 x

x  Indicates Listed or Approved as applicable.
*  UL Listing is based on the use of the ISO 7/1-R 1 Inlet Connection.
** Acceptance by APSAD is based on using the LPCB, VdS, FM, or UL Design Criteria as may be acceptable to the authority having jurisdiction.

tABLe A  
FAStFLeX SPRinKLeR HoSe ASSemBLy 

– modeLS, ASSemBLy LenGtHS, And APPRovALS –
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DO route the FASTFLEX Flexible 
Hose to permit entire draining either 
back into the branch-line or through 
the sprinkler reducer.

DO use the FASTFLEX Inlet Nipple 
with the direction of flow arrow prop-
erly oriented to avoid mismatched 
threads.

NOT PERMITTEDNOT PERMITTEDPERMITTED

NIPPLE

OR ISO 7/1-R 1-1/4
ISO 7/1-R 1

THREADED END
THREADED

MACHINE HOSE

END

FITTING
OUTLET

BRANCHLINE SLIP NUT
FLEXIBLE HOSE
TO SPRINKLER

INLET
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LPCB - Design Criteria
 •  Refer to Table A for Model, Nominal Assembly Length, 

and Sprinkler Reducer combinations.

 • Wet-pipe systems only.

 •  Maximum service pressure of 16 bar.

 •  Pendent sprinklers with nominal K57, K80, or K115.

 •  Maximum ambient temperature of 148°C for YN25.

 •  Approved as a Type 2 hose of moderate flexibility in 
accordance with LPS 1261. They may be used in ap-
plications where little or mo differential movement be-
tween the two ends is expected after installation (e.g., 
supply to single sprinklers in suspended ceilings).

 •  Approved for the following locations:

Assembly  
Length in  

Millimeters

Pre-Calculated 
Town Mains

Pre-Calculated 
Pumps

Fully  
Hydraulically 
Calculated

Up to 700 Yes Yes Yes

Up to 1200 No Yes Yes

Up to 3700 No No Yes
 

 •  All pipe work supplying FASTFLEX in pre-calculated 
systems shall be sized as distribution mains.

 •  In suspended ceilings FASTFLEX must be installed in 
accordance with this data sheet.

 •  In suspended ceiling, sprinkler reducer must be con-
nected to the ceiling support system with brackets 
supplied. For other applications the installer must 
supply brackets to ensure sprinkler is secure.

 • Minimum bend radius of 55 mm.

 •  LPCB Friction Loss for YN25.

Assembly  
Length in  

Millimeters

Number of  
90° Bends

Equivalent Length* of 
DN25 Sch. 40 Pipe at 

C=120 in Meters

700 2 8,9

1000 2 13,5

1200 2 11,9

1500 2 18,7

1800 3 24,7

2000 3 20,7

2500 3 21,7

2700 3 24,2

3100 3 25,9

3700 3 30,3

* Add 2,3 meters when using a 45° or 90° sprinkler reducer.

VdS - Design Criteria
 •  Refer to Table A for Model, Nominal Assembly Length, 

and Sprinkler Reducer combinations.

 • Wet-pipe systems only.

 •  Maximum service pressure of 16 bar.

 •  Pendent sprinklers with nominal K57, K80, or K115.

 •  Maximum ambient temperature of 107°C for YB25 
and YB28.

 •  Approved for use only in the following suspended 
ceilings:

   Odenwald Systems- S3 & S15

  Richter Systems- 11.1 - 11.5

   Armstrong Systems- Board and Tegular with panel 
type “Prima Sahara”

   API Systems- 15/38, 24/38, 24/60, 35/38, and 35/60 
with panel type of a.m.

 •  VdS Friction Loss

   For compensation of pressure loss, the nominal as-
sembly length is to be multiplied by 12. The resulting 
length will provide pressure drop in equivalent length 
DN20 (26,9 x 2,3 mm) seamless metal tube per DIN 
2448.

 • Add 2,3 m when using a 45° or 90° sprinkler reducer.

 • Minimum bend radius of 55 mm.

 •  The tube assembly may not have more than one 90° 
bend or four 15° bends.
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FM - Design Criteria
 •  Refer to Table A for Model, Nominal Assembly 

Length, and Sprinkler Reducer combinations.

 • Wet-pipe systems only.

 •  Maximum service pressure of 12 bar.

 •  Pendent sprinklers with a maximum K80 (K5.6) for 
1/2 inch NPT or maximum K115 (K8.0) for 3/4 inch 
NPT.

 •  Maximum ambient temperature of 107°C for Model 
YB25 and YB28.

 •  These connections are designed for use in ceilings 
with grids that meet ASTM C 635 (Standard Specifi-
cation for the Manufacture, Performance, and Test-
ing of Metal Suspension Systems for Acoustical Tile 
and Lay-in Panel Ceilings) and ASTM C 636 (Stan-
dard Practice for Installation of Metal Ceiling Sus-
pension Systems for Acoustical Tile and Lay-in 
Panels) referenced by IBC. The three structural clas-
sifications are the following: Intermediate-Duty Sys-
tems and Heavy-Duty Systems. These connections 
have been approved for use in all Intermediate-Duty 
and Heavy-Duty structural classifications.

 •  Minimum bend radius of 150 mm for Model YB28 or 
200 mm for Model YB25.

 •  FM Friction Loss for YB25 and YB28:

Assembly  
Length in  

Millimeters

Outlet 
(NPT)

Number  
of 90°  
Bends

YB25 YB28

Equivalent 
Length of DN25 
Sch. 40 Pipe at 

C=120 in Meters

Equivalent 
Length of DN25 
Sch. 40 Pipe at 

C=120 in Meters

700

1/2
0 3,9 1,1*

1 5,7 1,1*

3/4
0 3,9* 1,1*

1 8,3* 1,6*

1000

1/2
0 5,7* 1,7

1 7,5* 1,7

3/4
0 5,7* 1,7

1 9,7* 2,2

1200

1/2
0 6,8* 2,0*

1 8,6* 2,1*

3/4
0 7,1* 2,1*

1 10,6* 2,6*

1500

1/2
0 8,6* 2,5*

1 10,4* 2,7*

3/4
0 9,3* 2,7*

1 12,3* 3,2*

1800

1/2
0 10,3* 3,0*

1 12,1* 3,2*

3/4
0 11,0* 3,2*

1 14,4* 3,8*

2000

1/2
0 11,5* 3,3*

1 13,3* 3,6*

3/4
0 12,5* 3,6*

1 15,5* 4,2*

2500

1/2
0 14,4 4,1

1 16,2 4,6

3/4
0 16,2* 4,6

1 18,3* 5,2

*Approximate value based on interpolation and extrapolation.

UL - Design Criteria
 •  Refer to Table A for Model, Nominal Assembly 

Length, and Sprinkler Reducer combinations.

 • Wet-pipe systems only.

 •  The hose and fittings have limited flexibility and are 
intended for direct connection to sprinklers in accor-
dance with NFPA 13, 13D, or 13R.

 •  Maximum service pressure of 13 bar.

 •  Pendent sprinklers with a maximum K80 (K5.6) for 
1/2 inch NPT or maximum K115 (K8.0) for 3/4 inch 
NPT.

 •  Maximum ambient temperature of 107°C for Model 
YB25 and YB28, or maximum ambient temperature 
of 148°C for Model YN25.

 •  These connections are designed for use in ceilings 
with grids that meet ASTM C 635 (Standard Specifi-
cation for the Manufacture, Performance, and Test-
ing of Metal Suspension Systems for Acoustical Tile 
and Lay-in Panel Ceilings) and ASTM C 636 (Stan-
dard Practice for Installation of Metal Ceiling Sus-
pension Systems for Acoustical Tile and Lay-in 
Panels) referenced by IBC. The three structural clas-
sifications are the following: Intermediate-Duty Sys-
tems and Heavy-Duty Systems. These connections 
have been approved for use in all Intermediate-Duty 
and Heavy-Duty structural classifications.

 • Minimum bend radius of 76 mm.

Assembly  
Length in 

Millimeters

Outlet 
(NPT)

Maximum 
Number  
of 90°  

Bends*

YN25 and YB25 YB28

Equivalent 
Length of DN25 
Sch. 40 Pipe at 

C=120 in Meters

Equivalent 
Length of DN25 
Sch. 40 Pipe at 

C=120 in Meters

700

1/2 2 6,7 3,0

3/4 2 8,5 4,9

1000

1/2 2 9,8 4,9

3/4 2 11,6 7,0

1200

1/2 2 12,5 6,1

3/4 2 14,6 7,6

1500

1/2 2 14,9 7,0

3/4 2 16,5 8,5

1800

1/2

2 18,3 7,9

3 20,4 9,8

3/4

2 20,4 10,1

3 22,6 11,6

*  Information in this column indicates the maximum number of 
allowable bends and that hoses are installed with at least one bend.
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Installation
The Tyco® FASTFLEX Flexible Sprin-
kler Hose as shown in Figure 1, is 
to be installed with the following 
instructions. 

notice
Flexible Hoses are intended only to 
connect sprinklers directly to system 
piping; for an example, refer to Figure 
1. Flexible Hoses cannot be joined to-
gether to form longer hoses. Joining 
Flexible Hoses together creates an as-
sembly with “unknown performance” 
that has not been accounted for in 
system calculations or safe product 
performance.

Step 1. Review the Design Criteria 
section that applies to the Approval 
agency recognized by the authority 
having jurisdiction, as well as Figure 3 
that provides “Installation Guidance”.

Step 2. Determine the approximate 
place where the sprinkler will be locat-
ed. The Support Bar is 700 mm long 
and shall be mounted on the 600 mm 
width of the ceiling grid. The sprinkler 
should be located as close as possible 
to the center of the distance between 
ceiling grid t-bars. 

Step 3. Slide the Reducer Bracket 
onto the Support Bar. Loosely attach 
the Reducer Bracket and the two Bar 
Fixing Clamps on the Support Bar and 
place the Bar Fixing Clamps such that 
the Support Bar crosses the location 
where the sprinkler will be located.

Step 4. Attach one end of the Flexible 
Hose onto the sprinkler reducer. Ap-
plying the wrench to the Slip Nut, and 
not to the Flexible Hose, tighten to a 
maximum torque of 35 Nm.

Step 5. Attach the Inlet Nipple on to 
the branch line. Ensure that the arrow 
is in the appropriate direction of flow 
to the sprinkler and to use pipe thread 
sealant at the connection to the branch 
line. 

Attach one end of the Flexible Hose on 
to the Inlet Nipple. Applying the wrench 
to the Slip Nut, and not to the Flexible 
Hose, tighten to a maximum torque of 
35 Nm. Do not twist the Flexible Hose. 

Step 6. Bend the Flexible Hose into a 
curve(s) that locates the Sprinkler Re-
ducer at the other end of the Flexible 
Hose in the area where the sprinkler 
will be located. The tube arc should 
not be twisted, and the arc should be 
as large and smooth as possible. 

notice
For minimum bend criteria, refer to the 
Design Criteria section that applies to 
the Approval agency recognized by the 
authority having jurisdiction.

A bend radius smaller than provid-
ed by the minimum bend criteria 
may adversely effect the friction loss 
specifications stated by the approval 
laboratory. 

For assembly lengths greater than 
1800 mm the Flexible Hose shall be 
supported to the structure to ensure 
that the maximum unsupported length 
does not exceed 1800 mm. In these 
cases, it is recommended that the 
tube be secured to a fixed mounting 
point every 600 mm, in order to pro-
vide a more stable installation. 

For installations per LPCB, all bends 
greater than 45° shall be fitted with a 
MRI55 Plastic Clip Minimum Radius 
Indicator (Refer Figure 4).

Step 7. Insert the Sprinkler Reducer 
into the Reducer Bracket. Locate the 
Reducer Bracket and Sprinkler Re-
ducer where the sprinkler will be, and 
loosely tighten the Butterfly Bolt on the 
Reducer Bracket.

Step 8. Attach the sprinkler to the 
Sprinkler Reducer. Put a wrench on the 
Sprinkler Reducer to counteract the 
tightening torque and prevent the Flex-
ible Hose from twisting. Reference the 
sprinkler manufacturer’s sprinkler data 
sheet for appropriate sprinkler tighten-
ing torque, sprinkler wrench, and other 
guidance. 

Step 9. Verify that the Sprinkler Re-
ducer is seated in the Reducer Brack-
et. Precisely locate the sprinkler in 
all three axes in accordance with the 
sprinkler manufacturer’s data sheet. 
Tighten the Butterfly Bolts on the Bar 
Fixing Clamps and the Reducer Brack-
et. The tightening torque for the Bar 
Fixing Clamp fastener is 4,5 to 5,7 Nm, 
and the tightening torque for the Re-
ducer Bracket fastener, is a minimum 
of 2,3 Nm. 

Step 10. After tightening all the But-
terfly Bolts, verify that the sprinkler is 
properly located in accordance with 
the manufacture’s instructions. If not, 
loosen the Butterfly Bolts and readjust 
as required.

Care and  
Maintenance
The owner is responsible for the in-
spection, testing, and maintenance of 
their fire protection system and devic-
es in compliance with this document, 
as well as with the applicable stan-
dards of the authorities having jurisdic-
tion. The installing contractor or prod-
uct manufacturer should be contacted 
relative to any questions. 

It is recommended that automatic sprin-
kler systems be inspected, tested, and 
maintained by a qualified Inspection 
Service in accordance with local re-
quirements and/or national codes.

notice
Before closing a fire protection system 
control valve for inspection or mainte-
nance work on the fire protection sys-
tem that it controls, permission to shut 
down the effected fire protection sys-
tem must first be obtained from the 
proper authorities and all personnel 
who may be affected by this action 
must be notified. 

After placing a fire protection system 
in service, notify the proper authorities 
and advise those responsible for moni-
toring proprietary and/or central sta-
tion alarms.

FLEXIBLE
HOSE

YN25

INDICATOR
RADIUS

MINIMUM

MRI55
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Limited 
Warranty
Products manufactured by Tyco Fire 
Suppression & Building Products 
(TFSBP) are warranted solely to the 
original Buyer for ten (10) years against 
defects in material and workmanship 
when paid for and properly installed 
and maintained under normal use and 
service. This warranty will expire ten 
(10) years from date of shipment by 
TFSBP. No warranty is given for prod-
ucts or components manufactured by 
companies not affiliated by ownership 
with TFSBP or for products and com-
ponents which have been subject to 
misuse, improper installation, corro-
sion, or which have not been installed, 
maintained, modified or repaired in 
accordance with the standards rec-
ognized by the Approval agency, as 
well as the standards of any other Au-
thorities Having Jurisdiction. Materi-
als found by TFSBP to be defective 
shall be either repaired or replaced, at 
TFSBP’s sole option. TFSBP neither 
assumes, nor authorizes any person 
to assume for it, any other obligation 
in connection with the sale of prod-
ucts or parts of products. TFSBP shall 
not be responsible for sprinkler system 
design errors or inaccurate or incom-
plete information supplied by Buyer or 
Buyer’s representatives.  

In no event shall TFSBP be liable, in 
contract, tort, strict liability or under 
any other legal theory, for incidental, 
indirect, special or consequential dam-
ages, including but not limited to labor 
charges, regardless of whether TFSBP 
was informed about the possibility of 
such damages, and in no event shall 
TFSBP’s liability exceed an amount 
equal to the sales price.  

The foregoing warranty is made in lieu 
of any and all other warranties, express 
or implied, including warranties of mer-
chantability and fitness for a particular 
purpose.  

This limited warranty sets forth the ex-
clusive remedy for claims based on 
failure of or defect in products, materi-
als or components, whether the claim 
is made in contract, tort, strict liability 
or any other legal theory.  

This warranty will apply to the full ex-
tent permitted by law. The invalidity, 
in whole or part, of any portion of this 
warranty will not affect the remainder. 

Ordering  
Procedure
When placing an order, indicate the full 
product name. Contact your local dis-
tributor for availability. 

Flexible Hose Assembly*
Specify: Model (from Table A)  
FASTFLEX Flexible Hose Assembly 
with (specified) length, and (50 or 90 
mm) Bar Fixing Clamps, P/N (specify):
* The FASTFLEX Flexible Hose Assembly 
includes the following items:
- Flexible Hose 
- Inlet Nipple, ISO 7/1-R 1 
- Straight Sprinkler Reducer, 1/2” NPT 
- Reducer Bracket 
- Bar Fixing Clamps 
- Support Bar

Model YN25, Un-braided, 50 mm Clamps  
(LPCB to 3700 mm, UL to 1800 mm, and APSAD 
to 1500 mm; Refer to Table A for details)
700  . . . . . . . . . . . . . . . . . . . . . . . . P/N YN250700
1000  . . . . . . . . . . . . . . . . . . . . . . . P/N YN251000
1200  . . . . . . . . . . . . . . . . . . . . . . . P/N YN251200
1500  . . . . . . . . . . . . . . . . . . . . . . . P/N YN251500
1800  . . . . . . . . . . . . . . . . . . . . . . . P/N YN251800
2000  . . . . . . . . . . . . . . . . . . . . . . . P/N YN252000
2500  . . . . . . . . . . . . . . . . . . . . . . . P/N YN252500
2700  . . . . . . . . . . . . . . . . . . . . . . . P/N YN252700
3100. . . . . . . . . . . . . . . . . . . . . . . . P/N YN253100
3700  . . . . . . . . . . . . . . . . . . . . . . . P/N YN253700

Model YN25, Un-braided, 90 mm Clamps 
(LPCB to 3700 mm and APSAD to 1500 mm; Re-
fer to Table A for details) 
700  . . . . . . . . . . . . . . . . . . . . . . . P/N YN250700C
1000  . . . . . . . . . . . . . . . . . . . . . . P/N YN251000C
1200  . . . . . . . . . . . . . . . . . . . . . . P/N YN251200C
1500  . . . . . . . . . . . . . . . . . . . . . . P/N YN251500C
1800  . . . . . . . . . . . . . . . . . . . . . . P/N YN251800C
2000  . . . . . . . . . . . . . . . . . . . . . . P/N YN252000C
2500  . . . . . . . . . . . . . . . . . . . . . . P/N YN252500C
2700  . . . . . . . . . . . . . . . . . . . . . . P/N YN252700C
3100. . . . . . . . . . . . . . . . . . . . . . . P/N YN253100C
3700  . . . . . . . . . . . . . . . . . . . . . . P/N YN253700C

Model YB28, Braided, 50 mm Clamps  
(VdS to 2500 mm, UL to 1800 mm, and APSAD to 
1500 mm; Refer to Table A for details)
700  . . . . . . . . . . . . . . . . . . . . . . . . .P/N YB280700
1000  . . . . . . . . . . . . . . . . . . . . . . . .P/N YB281000
1200  . . . . . . . . . . . . . . . . . . . . . . . .P/N YB281200
1500  . . . . . . . . . . . . . . . . . . . . . . . .P/N YB281500
1800  . . . . . . . . . . . . . . . . . . . . . . . .P/N YB281800
2000  . . . . . . . . . . . . . . . . . . . . . . . P/N YB282000
2500  . . . . . . . . . . . . . . . . . . . . . . . P/N YB282500

Model YB28, Braided - FM, 50 mm Clamps  
(FM to 2500 mm; Refer to Table A for details)
700  . . . . . . . . . . . . . . . . . . . . . . .P/N YB280700-F
1000  . . . . . . . . . . . . . . . . . . . . . .P/N YB281000-F
1200  . . . . . . . . . . . . . . . . . . . . . .P/N YB281200-F
1500  . . . . . . . . . . . . . . . . . . . . . .P/N YB281500-F
1800  . . . . . . . . . . . . . . . . . . . . . .P/N YB281800-F
2000  . . . . . . . . . . . . . . . . . . . . . .P/N YB282000-F
2500  . . . . . . . . . . . . . . . . . . . . . .P/N YB282500-F

Inlet Nipple
Specify: (25 mm or 28 mm) hose thread 
FASTFLEX Inlet Nipple with (ISO 7/1-
R1 or ISO 7/1-R1-1/4) inlet thread con-
nection, P/N (specify):
 25 mm Hose Thread
  ISO 7/1-R 1  . . . . . . . . . . . . . P/N HOSENIP25  
  ISO 7/1-R 1-1/4 . . . . . . . . .P/N HOSENIP25R

 28 mm Hose Thread
  ISO 7/1-R 1  . . . . . . . . . . . . . P/N HOSENIP28
  ISO 7/1-R 1-1/4 . . . . . . . . .P/N HOSENIP28R

Sprinkler Reducer 
Specify: (Straight, 45 Degree, or 90 
Degree) for (25 mm or 28 mm hose 
threads) FASTFLEX Sprinkler Reduc-
er with (ISO 7/1-Rc 3/8, 1/2 inch NPT, 
or 3/4 inch NPT) outlet thread connec-
tion, P/N (specify):
Straight  
 25 mm Hose Thread
  ISO 7/1-Rc 3/8 . . . . . . . . . . . . . . P/N PBR120
  1/2 inch NPT . . . . . . . . . . . . . . . P/N RBR120
  3/4 inch NPT . . . . . . . . . . . . . . . P/N SBR120

 28 mm Hose Thread
  ISO 7/1-Rc 3/8 . . . . . . . . . . . . P/N PBR28120
  1/2 inch NPT . . . . . . . . . . . . . P/N RBR28120
  3/4 inch NPT . . . . . . . . . . . . . P/N SBR28120

45 Degree  
 25 mm Hose Thread
  ISO 7/1-Rc 3/8 . . . . . . . . . . . . . . P/N PBAR45
  1/2 inch NPT . . . . . . . . . . . . . . . P/N RBAR45
  3/4 inch NPT . . . . . . . . . . . . . . . P/N SBAR45

 28 mm Hose Thread
  ISO 7/1-Rc 3/8 . . . . . . . . . . . . P/N PB28AR45
  1/2 inch NPT . . . . . . . . . . . . . P/N RB28AR45
  3/4 inch NPT . . . . . . . . . . . . . P/N SB28AR45

90 Degree  
 25 mm Hose Thread
  ISO 7/1-Rc 3/8 . . . . . . . . . . . . . . P/N PBAR90
  1/2 inch NPT . . . . . . . . . . . . . . . P/N RBAR90
  3/4 inch NPT . . . . . . . . . . . . . . . P/N SBAR90

 28 mm Hose Thread
  ISO 7/1-Rc 3/8 . . . . . . . . . . . . P/N PB28AR90
  1/2 inch NPT . . . . . . . . . . . . . P/N RB28AR90
  3/4 inch NPT . . . . . . . . . . . . . P/N SB28AR90

Bar Fixing Clamps
Specify: FASTFLEX (50 mm or 90 mm) 
Bar Fixing Clamps, P/N (specify):
50 mm . . . . . . . . . . . . . . . . . . . . . . . . P/N RBF58T
90 mm . . . . . . . . . . . . . . . . . . . . . . . . P/N RBF90T

Minimum Radius Indicator
Specify: MRI55 Plastic Clip Mini-
mum Radius Indicator of 55 mm to 
be attached to Sprinkler Hose YN25,  
P/N MRI55.

note: For installations per LPCB, all 
bends greater than 45° shall be fitted 
with a MRI55 Plastic Clip Minimum Ra-
dius Indicator. (Refer to Figure 4.)
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