

CLARIFICATION NO. 1.
For Procurement of Specialized firefighting vehicles for Protection and rescue services
 PUBLICATION REF.: 02/2025

Based on received requests, we give the following clarifications related to technical specifications of the tender:

Request no. 1:
To modify the requirement for wheels to rims minimum 16″ citing better suitability for wildland firefighting due to increased impact resistance.
Clarification:
After consideration, the requirement will remain as originally stated with rims minimum 18″.
This specification is based on the performance characteristics needed for the targeted vehicle operation. Rims with larger diameter provide better heat dissipation and handling performance, especially relevant for mixed terrain and high-load use cases foreseen in the project. Furthermore, the specified tire-rim configuration aligns with the vehicle’s overall balance, ground clearance, and braking system.

Request no. 2:
To modify the requirement to a High-pressure pump with petrol engine ≥ 13 kW, based on ease of maintenance and availability.
Clarification:
After consideration, the requirement will remain as originally stated “High-pressure pump: flow ≥ 42 L/min at ≥ 150 bar; driven by an independent diesel engine ≥ 14 kW”.
The use of a diesel engine is a deliberate safety and performance consideration. Diesel engines present a lower fire risk during operation in high-temperature environments (such as wildland fires), have better torque characteristics under load, and align with the fuel type of the main vehicle engine, simplifying logistics and reducing risks in field operations.
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